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บทคัดยอ 

 

การคนควาแบบอิสระนี้  มีวัตถุประสงคเพ่ือศึกษาหาความเหมาะสมของระดับกักเก็บน้ํา

ในอางเก็บน้ํา เนื่องจากปริมาณนํ้ากักเก็บท่ีแตกตางกัน สงผลใหอัตราสวนระหวางผลตอบแทนตอ

ตนทุนเปล่ียนไป  โดยมีโครงการอนุรักษ ฟนฟูแหลงน้ํา โครงการอางเก็บน้ําหวยมะหาด จ.ราชบุรี 

เปนกรณีศึกษา  โดยปจจัยในสวนของผลตอบแทน ประกอบดวยมูลคาของผลผลิตการเกษตร และ

ปจจัยในสวนของตนทุน ประกอบดวยมูลคาของงานสํารวจ มูลคาของงานกอสราง และมูลคาการ

สูญเสียการใชประโยชนจากพ้ืนท่ี ซ่ึงในสวนของมูลคาของงานกอสรางประกอบดวยปจจัยหลักคือ 

ระดับในการขุดลอกแหลงน้ํา และงานระบบกระจายน้ํา จากนั้นนําขอมูลและปจจัยตางๆท่ีรวบรวม

ไปประมวลผลดวยโปรแกรมทางระบบสนเทศภูมิศาสตร  

ขั้นตอนในการศึกษาประกอบดวย การรวบรวมคาระดับความสูงของพ้ืนท่ีศึกษาและทํา

เปนแบบจําลองระดับเชิงเลข   จากนั้นนําขอมูลมาทําการวิเคราะหหาปริมาณดินท่ีตองขุดลอก โดย

อาศัยโปรแกรมระบบสารสนเทศภูมิศาสตรและทําการกําหนดสถานการณท่ีตองขุดลอกอางเก็บน้ํา

เปน 3 ระดับดวยกัน ไดแก ระดับความลึก 171 เมตร 170 เมตร และ 169  เมตรจากระดับน้ําทะเล 

และกําหนดสถานการณการขุดลอกระบบกระจายน้ําเปน 3 กรณี   โดยใหมีความลึกเทากันท่ีระดับ 

2  เมตร  และกวาง 4 เมตร 6 เมตร และ 8 เมตร ตามลําดับโดยใชระบบสารสนเทศภูมิศาสตร

ประเมินตนทุนการกอสราง และผลประโยชนตอการลงทุน 
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ผลการศึกษาสรุปไดวา กรณีท่ีเหมาะสมท่ีสุดคือปริมาณน้ํากักเก็บท่ีเพ่ิมขึ้นท่ี 4.717 ลาน 

ลบ.ม. โดยทําการขุดลอกอางเก็บน้ําท่ีระดับความลึก 170  เมตรจากระดับน้ําทะเล และจัดทําทาง

ระบายน้ําขนาด 4 เมตร จะมีอัตราสวนผลประโยชนตอการลงทุนมากท่ีสุด ท่ี 5.398 โดยมีมูลคาการ

ลงทุนเทากับ  151  ลานบาท  มีผลประโยชนเทากับ 702 ลานบาท เม่ือทําการเปรียบเทียบตนทุนท้ัง  

4 ตัว ซ่ึงพบวา ตัวแปรของตนทุนคาขุดลอกอางเก็บน้ําจะมีผลตอตนทุนรวมของโครงการมากท่ีสุด  
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ABSTRACT 

 

The objective of this independent study was to determine appropriate reservoir storage, 

as different amount of water storage affects values of benefit and investments cost. Huay Ma Had 

reservoir under water conservative project in Ratchabuti province was selected as a case study. In 

this study, benefit is composed of agricultural products obtained. The investment costs are 

surveying cost, construction cost, loss of land. Dredging of distributing channel and reservoir are 

included in the construction cost. Then, information are processed spatially using Geographic 

Information System   

In the study, elevation of the area was first collected and processed for digital elevation 

model (DEM). Then, by using the Geographic Information System’s Program, spatial analyses of 

soil excavation in 3 study cases, i.e. at 169, 170, 171 m from mean sea level and 3 distributing 

channel widths of 8, 6 and 4 m were performed.  Depth of the channel was assumed constant at 2 

m. Finally, GIS was adopted for spatial analysis to obtain benefit and investment costs. 

The result from this study demonstrated that the optimum condition for this case study 

was in condition of reservoir depth 170 m from mean sea level and using drainage system 4 m. 

This made 4.717 million m3 storage resulting the highest benefit-to-investment cost ratio at 5.389. 
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The benefit is about 702 million baht and the investment cost is about 151 million baht.  The 

dredging of reservoir cost is the major parameter which affects the total cost of project. 

 


