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ช่ือเร่ืองการค้นคว้าแบบอสิระ การระบุต าแหน่งของบาดแผลฟกช ้ าท่ีมองไม่เห็นโดย

วธีิถ่ายภาพดิจิตอลร่วมกบัแสงอินฟราเรด 
ผู้เขียน นางสาวยพุเรศ   เช้ือชิต 
ปริญญา วทิยาศาสตรมหาบณัฑิต  (นิติวทิยาศาสตร์) 
อาจารย์ทีป่รึกษาการค้นคว้าแบบอสิระ     รองศาสตราจารยน์ายแพทย ์จาตุรงค ์  กนัชยั 
 

บทคดัย่อ 
 

การศึกษาน้ีมีวตัถุประสงคเ์พื่อศึกษาวา่การใชแ้สงอินฟราเรดช่วยในการถ่ายภาพดิจิตอล จะ

สามารถระบุต าแหน่งบาดแผลฟกช ้าหลงัจากมองไม่เห็นไดด้ว้ยตาเปล่าไดห้รือไม่ โดยการใชก้ลอ้ง 

Canon DSLR 1 ตวั เลนส์ชนิดเดียวกนั และ ฟิลเตอร์ IR R72 ส าหรับการถ่ายภาพร่วมกบัแสง

อินฟราเรดจากแสงไฟประดิษฐ์ โดยตวัอย่างทั้งหมดจะบนัทึกภาพดิจิตอล 2 ลักษณะคือการ

บนัทึกภาพดิจิตอลธรรมดา และการบนัทึกภาพดิจิตอลดว้ยการใชอิ้นฟราเรดช่วยในการถ่าย โดยจะ

บนัทึกภาพในวนัแรกท่ีอาสาสมคัรมาตรวจ ระยะบาดแผลใกลจ้ะหาย และหลงัจากบาดแผลฟกช ้ า

มองไม่เห็นดว้ยตาเปล่าแลว้ 

จากการศึกษาพบว่าตวัอยา่งบาดแผลฟกช ้ าจากอาสาสมคัรจ านวน 97 ตวัอย่าง หลงัจากท่ี
มองไม่เห็นด้วยตาเปล่าซ่ึงแทนด้วยการถ่ายภาพจากกล้องดิจิตอลตามปกติ สามารถตรวจพบ
ร่องรอยท่ียงัเหลืออยูจ่ากบาดแผลฟกช ้ าดว้ยการถ่ายภาพดิจิตอลกบัร่วมแสงอินฟราเรดจ านวน 29 
บาดแผลจากทั้งหมด 85 บาดแผล คิดเป็น 34.11% ของบาดแผลท่ีมองไม่เห็นเม่ือเปรียบเทียบทาง
สถิติพบว่าการถ่ายภาพดิจิตอลร่วมกบัแสงอินฟราเรด มีโอกาสตรวจพบบาดแผลฟกช ้ าท่ีมองไม่
เห็นดว้ยตาเปล่า มีความแตกต่างอยา่งมีนยัส าคญั (χ2 = 32.553, p < 0.001) ภาพถ่ายท่ีชดัเจนจะใช ้  
รูรับแสง F11 ความเร็วชัตเตอร์ท่ี 4 วินาที แต่อาจพบปัญหาภาพไม่ชัดเพราะผูบ้าดเจ็บไม่น่ิง
เน่ืองจากระยะเวลานาน การศึกษาคร้ังน้ีจึงปรับรูรับแสงท่ี F5.6 ความเร็วชตัเตอร์ท่ี 1 วนิาที  

ผลการศึกษาน้ีสรุปได้ว่า การระบุต าแหน่งบาดแผลฟกช ้ าท่ีมองไม่เห็นโดยวิธีถ่ายภาพ
ดิจิตอลร่วมกบัแสงอินฟราเรดสามารถช่วยเพิ่มโอกาสตรวจพบพยานหลกัฐานการถูกท าร้ายมากข้ึน  
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ABSTRACT 
 

The Purpose of this study was to investigate the use of digital photography method with 
infrared light to locate invisible bruise. Investigations were performed using the same standard 
Canon camera body; same lens was fitted to the body and IR R72 filter for photography with 
infrared light from the artificial light sources. All Samples were recorded with digital camera in 2 
different modes, normal mode and near-infrared filtered mode. The pictures were recorded 3 
times for every volunteer; first, the day that volunteers came to the hospital with a contusion 
wound; second, the day that the contusion wound was nearly healed; and the last day that the 
contusion wound could not be seen by naked-eye. 

The result was shown that this method can locate invisible bruise by digital photography 
with infrared light 29 of 85 bruises from 97 samples It  is equivalent to 34.11%  and statistical 
study found that the digital photography with infrared light to detect invisible bruise were 
significantly different with regard to what skin changes could be detected. (χ2 = 32.553,                
p < 0.001) A great image was taken by aperture F11, shutter speed 4 sec, but the focus may have 
some problems because of the volunteers were not stable due to the long time. In this study the 
camera was set aperture at F5.6 and shutter speed at 1 second. 

The conclusion of this study was shown that photography of invisible bruise with 
infrared light technique could increase the chances of detecting injury evidence. However,         
the uncertainly of this method might be due to some other factors needed future investigation. 

 


