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บทคัดยอ 

  

   หินปดกั้นเปนปจจยัท่ีสําคัญในระบบปโตรเลียมเพราะหากหนิปดกัน้ไมมีประสิทธิภาพ 

ปโตรเลียม จะไหลออกไปทิศทางอ่ืนได ในการศึกษานี้ใชผลจากการวิเคราะหขอมูลโดยใชการ

เล้ียวเบนรังสีเอกซ  การศึกษาศิลาวรรณาถานหิน การศกึษาโดยใชกลองจุลทรรศนอิเล็กตรอนแบบ

สองกราดและการกระจายพลังงานของรังสีเอกซ พรอมดวยขอมูลการหยั่งธรณหีลุมเจาะ 3 หลุมใน

แหลงอูทอง แองสุพรรณบุรี ประเทศไทย ผลจากการวิเคราะหขอมูลโดยใชวิธีขางตนจะใชในการ

แปลความหมายสภาวะแวดลอมการสะสมของตะกอนและการประเมินคุณสมบัติของช้ันหินปดกั้น

บนหินกักเก็บ KR2 

ช้ันหินปดกั้นบนหินกักเก็บ KR2 เปนหนิโคลนเนื้อปูน หินปดกั้นประกอบดวยแรควอตซ 

แรแคลไซตและถานหินท่ีมีปริมาณสูง ปริมาณท่ีสูงขององคประกอบเหลานี้สามารถสงผลใหช้ัน 
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หินปดกั้นมีความเปราะมากข้ึน ช้ันหินปดกัน้นี้มีคาความพรุนประมาณรอยละ 5-10 โดยช้ันหนิปด

กั้นนีก้ระจายตัวในทิศเหนือ-ใต แตความตอเนื่องทางดานขางไมดี จากคุณสมบัติของหินปดกัน้

ขางตนพบวาหินปดกั้นช้ันนี้เปนหนิปดกัน้ท่ีมีคุณภาพคอนขางพอใช อยางไรก็ตามชั้นหินปดกั้นใน

บริเวณสวนกลางของพื้นท่ีศึกษาเปนหินปดกั้นท่ีมีคุณภาพดีท่ีสุดเม่ือเปรียบเทียบกบัหินปดกั้นใน

สวนเหนือและสวนใตของพื้นท่ีศึกษา สภาวะแวดลอมการสะสมของตะกอนของช้ันหินปดกั้นบน

หินกกัเก็บ KR2 นี้เปนแบบทะเลสาบน้ําต้ืน 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



vi 
 

Independent Study Title Depositional Environment and Properties of the Seal  

Horizon on    KR2 Reservoir in U-Thong Field,  

Suphan Buri Basin, Thailand   

Author   Miss Prapaporn Juntamat 

Degree    Master of Science (Petroleum Geoscience) 

Independent Study Advisor 

    Asst. Prof. Dr. Nutthawut Wonganan                

 

ABSTRACT 

 

In the petroleum system, seal is important factor. If seal is not effective, 

petroleum will leak. In this study, the results of x-ray diffractometry (XRD), coal 

petrography, scanning electron microscopy (SEM), energy dispersive x-ray 

spectrometry (EDS) and well log are analyzed from 3 wells in U-Thong Field, Suphan 

Buri Basin, Thailand. Interpretation of depositional environment and evaluation of 

properties of seal on KR2 reservoir are based on these data sets. 

Seal on KR2 reservoir is calcareous mudstone. It has high quantity of quartz, 

calcite and coal. The high quantity of these compositions, seal tends to be easily 

brittle. This seal has porosity approximately 5-10%. This seal extends in north-south 

direction, but the lateral continuity is not good. From the properties of this seal, it is 

quite fair. However, seal in the central part of the study area is the best seal when 

compare with the seal in the northern and the southern parts of the study area. The 

depositional environment of seal on KR2 reservoir is shallow lacustrine environment. 


