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บทคัดยอ 
 
 การศึกษาครั้งนี้เปนการผลิตอุปกรณปลอยฮอรโมนชนิดสอดชองคลอด (Intravaginal 
hormone releasing device) เพื่อเหนี่ยวนําการเปนสัด โดยออกแบบอุปกรณ 3 แบบ แบบท่ี 1 เปนรูป
ทรงกระบอกความยาว  6 เซนติเมตรและบรรจุชานออยไวภายใน แบบที่ 2 เปนรูปตัววาย
ประกอบดวยสวนปกและลําตัวความยาว 6 เซนติเมตรและบรรจุชานออยไวภายในท้ังสวนปกและ
ลําตัว และแบบที่ 3 เปนรูปตัววายประกอบดวยสวนปกและลําตัวความยาว 6 เซนติเมตร สวนปกทํา
จากซิลิโคนสวนลําตัวบรรจุชานออยไวภายใน  ทําการทดลองกับแพะลูกผสมซาเนน  ×                 
แองโกลนูเบียน (Saanen × Anglo Nubian) จํานวน 9 ตัว เปนเวลา 10 วัน พบวาอุปกรณแบบท่ี 1 
และแบบท่ี 2 ไมสามารถคงอยูภายในชองคลอดไดครบตามเวลาท่ีกําหนดสวนอุปกรณแบบท่ี 3 
สามารถคงอยูภายในชองคลอดไดครบตามเวลาท่ีกําหนด คิดเปอรเซ็นตการคงอยูของอุปกรณเปน 
0, 0 และ 100 % ตามลําดับ จากน้ันนําอุปกรณแบบท่ี 3 มาบรรจุฮอรโมนโปรเจสเทอโรน 
(Progesterone, P4) ท่ีความเขมขน 300 มิลลิกรัม จากนั้นศึกษาการปลอย P4 ในหองปฏิบัติการ 
เปรียบเทียบอุปกรณท่ีประดิษฐเองกับอุปกรณทางการคา ผลการทดลองพบวาความเขมขนของ P4  
กลุมอุปกรณท่ีประดิษฐเองมีปริมาณมากกวาของอุปกรณทางการคาเล็กนอย แสดงผลเปนคาเฉล่ีย + 
SE (Min-Max, n) คือ 37.40 + 1.26 ng/ml (36.35 - 38.86 ng/ml, n = 4) และ 35.48 ng/ml (n = 1) 
ตามลําดับ  

นําอุปกรณท่ีเตรียมไวทดลองกับแพะลูกผสม ซาเนน × แองโกลนูเบียน (Cross-breed 
Saanen × Anglo Nubian Goats) เพศเมีย อายุ 8-24 เดือน จํานวน 13 ตัว จากภาควิชาสัตวศาสตร 
คณะเกษตรศาสตร มหาวิทยาลัยเชียงใหม แบงการทดลองเปน 3 กลุม คือกลุมท่ี 1 กลุมควบคุมไม

สอดอุปกรณเหนี่ยวนําการเปนสัด 2 ตัว กลุมท่ี 2 สอดอุปกรณทางการคา (CIDR-G® ,  controlled 
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Abstract 
 

 The objective of this study was to produce an intravaginal hormone releasing device for 
estrus synchronization. The first designed were three models, model one was cylinder-shaped; the 
body of the device was 6 cm in length and inserted into sugarcane bagasse. Model two was Y-
shaped; the wing and the body of the device was 6 cm in length and inserted into sugarcane 
bagasse. Model three was Y-shaped the wing of the device was silicone and inserted into 
sugarcane bagasse 6 cm in length. Next, the model were inserted into the vagina from 9 cross-
bred goats (Saanen-Anglo Nubian) for 10 days, it was found that model one and model two did 
not stay in place but model three were all retained. Then 300 mg of progesterone (P4) were inserted 
into the sugarcane bagasse of model three. Next, an initial feasibility studies were carried out 
concerning P4 concentration to compare the researcher device with the commercial device in vitro.      
It was found that model three gave a higher P4 concentration than the commercial device (37.40+1.26 
ng/ml (36.35-38.86 ng/ml, n=4) and 35.48 ng/ml (n=1), respectively).  

Model three device were studied in 13 cross-bred goats (Saanen-Anglo Nubian) aged 
between 8-24 months from the Department of Animal Science, Faculty of Agriculture, Chiang 
Mai University. Group one was control group untreated of females (n=2); group two was treated 
P4 with commercial devices (n=5) and group three was treated P4 with the researcher device 
(n=6). Intravaginal P4 was administered for 10 days. When the devices were removed, signs of 
estrus were observed for 5 days. It was found that the researcher device gave a higher P4 
concentration than the commercial device (6.76+0.12 ng/ml (6.55-7.33 ng/ml, n=6) and 6.34+0.08 
ng/ml (6.21-6.63 ng/ml, n=5) respectively). Then, P4 concentration in both devices were low at 
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similar level on day 6 by giving P4 2.70+0.02 ng/ml (2.64-2.76 ng/ml, n=6) in the researcher 
device and P4 2.72+0.06 ng/ml (2.57-2.93 ng/ml, n=5) in commercial device. When the estrogen (E2) 
concentration was measured, it was found that the goats had a low E2 concentration with the 
inserted devices. But when the implant was removed, it was found that at day 13 the commercial 
device gave concentration of E2 5.47+1.08 ng/ml (2.68-8.75 ng/ml, n=5) at the same time the 
researcher device gave a E2 6.66+0.62 ng/ml (4.57-7.99 ng/ml, n=6) at day 14. When the implant 
removed, it was found that the percentages of estrus were 0 % (control), 100 % (the commercial 
device) and 100 % ( the researcher device). It can be concluded that researcher device might be as 
useful for estrus synchronization as the commercial device but the reseacher device cost lose 100 %. 
The researcher named the device Intravaginal Sugarcane Bagasse, Chiang Mai University 1 
(ISBD-CMU 1).  
 




