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บทคัดยอ 
  

ปจจุบันระบบขนสงสาธารณะหลักของเชยีงใหม คือ รถสองแถวที่นิยมเรียกวา “รถส่ีลอ
แดง” หนวยงานทองถ่ินมีความพยายามที่จะปรับปรุงการใหบริการรถสองแถวโดยการจดัใหวิ่ง
ประจําเสนทาง ในการดําเนนิการดังกลาวจําเปนตองพัฒนาเครื่องมือเพือ่ใชวิเคราะหและประเมนิหา
โครงขายรถสองแถวที่เหมาะสมโดยพจิารณาเกณฑการตัดสินทั้งผูประกอบการ และผูใชบริการรถ
สองแถว 

วัตถุประสงคของงานวิจยันี ้ เพื่อพัฒนาแบบจําลองการประเมินทางเลือกโครงขายรถสอง
แถวโดยใชวิธีวิเคราะหแบบหลายหลักเกณฑ และประยกุตใชแบบจําลองคัดเลือกโครงขายที่
เหมาะสมสําหรับรถสองแถว   พื้นที่ศึกษาอยูภายในวงแหวนรอบกลางครอบคลุมพื้นที่ 85 ตาราง
กิโลเมตรซึ่งเปนพื้นท ี่ใหบริการในปจจุบนัของรถสองแถว   แบบจําลองประกอบไปดวย 3 ขัน้ตอน
หลักไดแก (1) การสรางทางเลือกโครงขายรถสองแถว (2) การวิเคราะหคาดัชนีสมรรถนะโครงขาย
รถสองแถว และ (3) การคัดเลือกโครงขายที่ดีที่สุดโดยวธีิวิเคราะหแบบหลายหลักเกณฑ 

ขอมูลคุณลักษณะการเดินทางของผูใชรถสองแถวไดจัดเก็บโดยการสัมภาษณที่บานจาํนวน
1,007 ครัวเรือน  ผลการวเิคราะหพบวามีปริมาณการเดินทางของผูใชรถสองแถวในปจจุบันเทากบั 
35,913 เที่ยว-คน/วัน โดยรอยละ 66.8 ของการเดินทางดังกลาวมวีัตถุประสงคเพื่อไปทํางานและไป
เรียนและยังพบวาผูใชรถสองแถวรอยละ 80 เปนผูที่ไมมทีางเลือกอื่นๆ   ระยะเวลาเดนิทางเฉลี่ยโดย
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รถสองแถวประมาณ 29.2 นาที ในสวนนี้เปนเวลาเดนิเทาประมาณ 8.2 นาที เวลาคอยรถประมาณ 
6.0 นาที และเวลาเดินทางบนรถประมาณ 15.0 นาที 

ขั้นตอนการวเิคราะหไดนําวธีิ Manual Approach มาใชในการสรางทางเลือกโครงขายรถ
สองแถว   ขอมูลที่ใชในการสรางทางเลือกประกอบดวย (1) คุณลักษณะโครงขายถนน (2) ลักษณะ
การใชพื้นทีแ่ละแหลงดึงดูดการจราจร และ (3) ลักษณะการใหบริการของรถสองแถวในปจจุบนั 
จากการวิเคราะหพบวา รูปแบบโครงขายรถสองแถวที่เหมาะสมสําหรับเมืองเชียงใหมประกอบดวย
โครงขายผสมระหวางเสนทางแนวรัศมี เสนทางลักษณะครึ่งวงกลม และเสนทางลักษณะวงกลม 
ประมาณ 20 เสนทาง 

ขั้นตอนการวเิคราะหคา PI ไดนําแบบจาํลองการจัดปริมาณการเดนิทางลงบนโครงขายรถ
สองแถวโดยนาํโปรแกรม TRANPLAN มาใชในการคํานวณคา PI     คา PI เปนดัชนีช้ีวัดสมรรถนะ
ทั้งประสิทธิภาพและคุณภาพของระบบโครงขายรถสองแถว   คา PI คํานวณไดจากการจัดปริมาณ
การเดินทางของผูใชรถสองแถวลงในทางเลือกโครงขาย   ผลการวิเคราะหทําใหไดคา PI ของแตละ
โครงขายไดแก รายได คาใชจายในการเดนิรถ ความยาวเสนทาง เวลาเดินทาง จํานวนการเปลี่ยนถาย
รถ และดัชนีความหนาแนนของผูโดยสาร 

ขั้นตอนสุดทาย คือ การคัดเลือกโครงขายที่เหมาะสมที่สุดโดยวิธีวเิคราะหแบบหลาย
หลักเกณฑ    วิธีการประเมนิที่เสนอในขัน้ตอนนี้ประกอบดวย 2 วิธี คือ Utility Value Analysis และ 
Concordance Method    หลักเกณฑที่เหมาะสมในการประเมินโครงขายไดคัดเลือกจากผูประกอบการ
และผูใชรถสองแถว และคาน้ําหนกัของหลักเกณฑไดจากการสุมสัมภาษณผูประกอบการจํานวน 32 
ตัวอยางและผูใชบริการ 40 ตัวอยาง   ผลการวิเคราะหพบวาหลักเกณฑในมุมมองของผูประกอบการ 
คือ คาใชจายคันตอวัน รายไดเฉลี่ยตอคันตอวัน จํานวนเสนทาง และความยาวเสนทาง มีคาน้ําหนัก
เทากับ 0.300, 0.462, 0.158 และ 0.080 ตามลําดับ       และหลักเกณฑในมุมมองผูใชบริการ คือ เวลา
ในการเดินทาง คาโดยสาร จํานวนครัง้ในการตอรถ และความหนาแนนของผูโดยสารบนรถมีคา
น้ําหนกัเทากับ  0.345, 0.231, 0.0.244 และ 0.180 ตามลําดับ      จากนัน้หลักเกณฑและคาน้ําหนกัของ
หลักเกณฑไดถูกนํามาใชวิเคราะหหาทางเลือกโครงขายที่เหมาะสมทีสุ่ดโดยวิธี UVAและ CCM 

การประยกุตใชแบบจําลองไดประยกุต 3 กรณีดังนี้  (1) ประเมินทางเลือกโครงขายที่เสนอ 3 
ทางเลือกเพื่อหาโครงขายรถสองแถวที่เหมาะสมสําหรับเมืองเชียงใหม     (2) วิเคราะหแนวทางการ
ดําเนินงานสําหรับโครงขายรถสองแถวที่เหมาะสมที่สุด         และ (3) วิเคราะหความคุมทุนในการรถ
สองแถว ผลการประยุกตใชแบบจําลองในกรณีแรกพบวาโครงขายรถสองแถวที่เหมาะสมมีคา PI 
ดังนี้ จํานวนเสนทางเดินรถเทากับ 20 เสนทาง ความยาวเฉลี่ยของเสนทางเทากับ 12.1 กม. ระยะเวลา
เดินทางเฉลี่ยเทากับ 25.4 นาที จํานวนการเปลี่ยนถายเทากับ 0.91 คร้ัง ดัชนีความหนาแนนผูโดยสาร
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บนรถเทากับ 0.31 รายไดเฉล่ียในการใชบริการเทากับ 295.4 บาท/คัน/วัน (ที่คาโดยสาร 8 บาท/เทีย่ว/
คน)   และคาใชจายในการเดนิรถเทากับ 125.5 บาท/คน/วนั   สําหรับกรณีที่ 2 และ 3 พบวาคาโดยสาร
ที่เหมาะสมเทากับ 8 บาท/เที่ยว/คน   และรายไดสุทธิจากการเดนิรถสองแถวยงันอยกวารายไดที่
ผูประกอบการพอใจอยูประมาณ 132 บาท/คัน 
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Abstract 
 

Present public transportation service in Chiang Mai city is dominated by minibus system 
called “Silor Dang”. There is an attempt from local government to improve serviceability of 
existing minibus system by enforcing them to operate as fixed route. For this purpose, it is an 
essential to have an appropriate analysis tool for evaluating alternative minibus network 
particularly in case of Chiang Mai city, taking into consideration various aspects of decision 
makers, minibus operators and passengers. 

The objectives of this study are to develop the model for evaluation of the minibus 
alternative networks using Multi-Criteria Analysis method (MCA) and to apply the model to 
determine the appropriate network for the minibus. The study area for model building is a service 
area of the existing city minibus covered about 85 km2 within middle ring road of Chiang Mai 
urban area. The proposed model for evaluating of the minibus alternative network comprises of 
three main modules that are (1) the module for generating the minibus alternative network, (2) the 
module for analysis the Performance Indicator (PI) of alternative network attributes, and (3) the 
module for selecting the best alternative network by MCA analysis. 

The travel demand data and characteristics of using minibus were conducted by home-
interview survey from 1,007 households. It was estimated that the existing minibus demand in the 
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study area was about 35,913 trips/day and about 66.8% of that total trip made by work and school 
trip purpose. About 80% of the minibus passengers were captive mode of minibus. The average 
travel time per trips was about 29.2 minutes with walk time of 8.2 minutes, waiting time about 6.0 
minutes and in vehicle time about 15.0 minutes. 

In analysis, the proposed model employed manual approach method to generate the 
alternatives of the minibus network. Data required for the generating alternative module consisted 
of (1) road network characteristics, (2) land use characteristics and the activity attracting center in 
the study area, and (3) the existing minibus service characteristics. It was found that the 
appropriate minibus network for Chiang Mai city should be the composite network of radial route, 
half-ring route and circular route having about 20 service routes. 

In PI analysis module, transit assignment model using TRANPLAN program was 
constructed to be used as an analysis tool for calculating the PI values. The PI values were the 
indicators to measure the performance of the efficiency and quality attributes of each alternative 
minibus network. The PI values were determined by assigning potential minibus travel demand 
into the alternative network. The required results obtaining from the model were the PI values of 
revenue, operating cost, route length, travel time, number of transfer and crown index. 

The final step was the selection of the best alternative minibus network using MCA 
method. The evaluation methods proposed in this module consisted of the Utility Value Analysis 
method (UVA) and the Concordance method (CCM). The selected criteria weighted factors were 
analyzed from opinion interview survey. Data was conducted from 32 minibus operators and 40 
minibus passengers. It was found that criteria weighted factors for the operator aspects were 0.462, 
0.300, 0.158 and 0.080 for the attributes of revenue per vehicle per day, average operating cost per 
vehicle per day, number of service routes and average route length, respectively. And the criteria 
weighted factors for passenger aspects were 0.345, 0.231, 0.244 and 0.180 for the attributes of 
average travel time, bus fare, number of transfer and crown index, respectively. By applying these 
weighted factors and calculated the PI values, the best alternative minibus network was 
determined by UVA and CCM method. 

To demonstrate the applicability of the proposed model, it was applied to analyze the 
following case studies which were (1) evaluating the proposed three minibus alternative networks 
for Chiang Mai city, (2) analyzing appropriate operation service for the selected minibus network, 
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and (3) analyzing the minibus operation break even point. The results of the first case study 
showed that the appropriate minibus network would have the PI values as following: 20 service 
routes, 12.1 km. of average route length, 25.4 minutes of travel time, 0.91 number of transfer, 0.31 
crown index, 295.4 baht of average revenue per vehicle per day (at 8 baht fare), and 125.5 baht of 
operating cost per vehicle per day. The second and the third case study indicated that the 
appropriate fare should be 8 baht/passenger-trip and and received net revenue was less than the 
expected net revenue about 132 baht per vehicle per day.   




