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บทคัดยอ 
 

งานวิจัยนี้ไดทําขึ้นโดยมีวัตถุประสงคเพื่อศึกษาถึงประสิทธิภาพเชิงความรอน และ
มลพิษที่เกิดขึ้นจากการเผาขยะติดเชื้อ ที่อัตราการปอนขยะตางๆ กันทั้งหมด 5 ชุดการทดลองใน
เตาเผาขยะติดเชื้อโรงพยาบาลมหาราชนครเชียงใหม โดยการทดสอบเผานั้นทําชุดละ 3 คร้ังเปน
เวลา 6 ช่ัวโมง และขยะทั้ง 5 ชุด มีรายละเอียดดังนี้ ชุดที่ 1 ปอนขยะทุกๆ 120 นาที, ชุดที่ 2 ปอน
ขยะทุกๆ 80 นาที,ชุดที่ 3 ปอนขยะทุกๆ 60 นาที, ชุดที่ 4 ปอนขยะทุกๆ 45 นาที, ชุดที่ 5 ปอนขยะ
ทุกๆ 30 นาที   

จากผลการทดสอบ พบวาเมื่ออัตราการปอนขยะลดลงประสิทธิภาพเชิงความรอนมี
แนวโนมเพิ่มขึ้นโดยมีประสิทธิภาพเชิงความรอนสูงสุดที่อัตราการปอนขยะทุกๆ 45 นาทีมีคา
เทากับ 39.78% แนวโนมปริมาณมลพิษและปริมาณฝุนมีคาลดลงเมื่อลดปริมาณการปอนขยะในแต
ละครั้งโดยการเพิ่มความถี่ของการปอนขยะ ปริมาณซัลเฟอรไดออกไซดเกิดขึ้นนอยที่สุดที่อัตรา
การปอนขยะทุกๆ 30 นาทีมีคาเทากับ 23.47 ppm  ปริมาณคารบอนมอนอกไซดเกิดขี้นนอยที่สุดที่
อัตราการปอนขยะทุกๆ 45 นาทีมีคาเทากับ 105.9 ppm ปริมาณฝุนที่เกิดขึ้นในปลองควันเกิดขึ้น
นอยที่สุดที่อัตราการปอนขยะทุกๆ 30 นาทีมีคาเทากับ 722.7 mg/m3 และปริมาณฝุนเฉลี่ยเกิดขึ้น
บริเวณรอบๆ เตาเกิดขึ้นนอยที่สุดที่การทดลองในชวงเดือนเมษายนมีคา 0.061 mg/m3  
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ABSTRACT 
 

The objectives of this thesis were to evaluate the thermal efficiency and the pollution 
produced when medical waste was burnt. The feed rate of medical waste was varied in 5 different 
sets. Each set was repeated 3 times and each time took 6 hour burn duration. The experiment was 
done with the waste incinerator installed at Maharaj Nakorn Chiang Mai Hospital. The first 
experiment had an intermittent waste in the incinerator in every 120 minute interval. Whereas the 
second, the third, the fourth, and the fifth experiments, the waste was fed in the incinerator every 80, 
60, 45, and 30 minute interval, respectively. 

From the experiments, it could be concluded that the thermal efficiency increased when the 
rate of the waste feeding was decreased. The maximum efficiency found at the feed rate of the waste 
in the incinerator for every 45 minute interval was 39.78%. The pollution and the dust decreased 
when the frequency of feed rate of the waste increased by decrease the amount of waste in any feed in 
the incinerator. The minimum value of sulfur dioxide found at the feed rate of the waste in the 
incinerator for every 30 minute interval was 23.47 ppm. The minimum value of carbon monoxide 
found at the feed rate of the waste in the incinerator for every 45 minute interval was 105.9 ppm. The 
minimum value of the dust in the stack found at the feed rate of the waste in the incinerator for every 
45 minute interval was 722.7 mg/m3. Furthermore, the minimum value of the dust around the stack 
found in April was 0.061 mg/m3.                   
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