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บทคัดยอ 
 

 วิทยานิพนธนีน้ําเสนอการชดเชยแรงดันตกชั่วขณะของระบบขับแบบปรับความเร็วไดโดย
ใชบูสตคอนเวอรเตอร เพือ่รักษาระดับของแรงดันไฟฟากอนที่จะทาํการจายใหกบัระบบขับแบบ
ปรับความเร็วรองรับในสภาวะการเกิดแรงดันตกชัว่ขณะได โดยประยกุตใชวงจรดีซี-ดีซี บูสตคอน
เวอรเตอร ตอเพิ่มเติมเขากับวงจรเชื่อมโยงไฟตรงที่ทํางานรวมกับอินเวอรเตอรเพียงวงจรเดียว ไม
จําเปนตองอาศัยแหลงจายจากสวนอื่นในการชดเชยแรงดันตกชัว่ขณะ ทําใหอุปกรณที่นํามาใช
ออกแบบสราง ไมยุงยากและ ไมแพง  
 โดยผลของงานวิจัยนี้ เมื่อทดสอบในสภาวะการเกิดแรงดันตกชั่วขณะทั้งในกรณี 1 เฟส 2 
เฟส และ 3 เฟส โดยทดสอบการเกิดแรงดันตกสูงสุดที่ 60% เพื่อจายใหกับภาคเชื่อมโยงไฟตรงที่
สามารถใชไดกับอินเวอรเตอร ขนาด 1 กิโลวัตต 380โวลต ภายใตเงื่อนไขการทํางานคือรักษาระดับ

ของแรงดันเชื่อมโยงไฟตรงใหคงที่ 550 โวลต คลาดเคลื่อนได ±10% (495 โวลต – 605 โวลต) 
รองรับแรงดันตกชั่วขณะสูงสุดที่ 60% ในสภาวะเกิดแรงดันตกชั่วขณะ พบวาเทคนิคการชดเชย
แรงดันตกชั่วขณะไดโดยใชบูสตคอนเวอรเตอรสามารถรักษาระดับของแรงดันทางดานเอาตพุต
ของวงจรกอนที่จะทําการจายใหกับระบบขับแบบปรับความเร็วได สามารถทํางานไดเปนอยางดี
สามารถที่จะนําไปใชเปนแหลงจายแรงดันไฟฟาในระบบชดเชยแรงดันตกชั่วขณะได 
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ABSTRACT 
 
 

This thesis presents the voltage sag compensation for an adjustable speed 
drive system (ASDS) by using a boost converter in order to regulate the DC link 
voltage before suppling to the ASDS when the voltage sag occurres. In this study, 
only one DC-DC boost converter circuit is added into the DC link voltage 
circuit.Thus, the cost and complexity of the system can be reduce. 
 The converter has been constructed and tested. These experiments have been 
carried out with 1-phase, 2-phase and 3-phase 60% voltage sag. The converter 
suppling to the DC Link voltage can be used for the 3-phase, 1kW, 380 V inverter 
under the operating condition of the DC link voltage of 550V, ±10% (495 V – 605 V), 
and supported 60% voltage sag. It is found from the results that this technique can 
regulate the DC link voltage of the ASDS when the voltage sag occurred. In addition, 
it has been shown that this system can be successfully operated as a good voltage 
source in the ASDS. 
 
  

 


