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บทคัดยอ 
 

งานวิจัยนี้เปนผลสืบเนื่องจากปริมาณขยะอิเล็กทรอนิกสท่ีเพิ่มข้ึนอยางรวดเร็วจนสรางปญหา
ในดานส่ิงแวดลอมและการจัดการขยะเหลานี้  อีกท้ังปญหาราคาเช้ือเพลิงท่ีสูงข้ึนอยางตอเนื่องจนทําให
การจัดการขยะอิเล็กทรอนิกสดวยหัวเผาท่ีใชเช้ือเพลิงไฮโดรคารบอนมีตนทุนในการดําเนินการสูง จึง
นําไปสูการวิจัยเพื่อออกแบบ สรางและทดสอบหัวเผาพลาสมาความรอนตนแบบท่ีไมใชเช้ือเพลิงใน
การสรางความรอนสําหรับการจัดการขยะอิเล็กทรอนิกส  

หัวเผาพลาสมาตนแบบในงานวิจัยนี้ใชหลักการสรางพลาสมาจากการแตกตัวของอิเล็กตรอน
ภายใตสนามไฟฟาแรงสูง (High Field Electrons Emission) พลาสมาท่ีสรางจากหัวเผา สวนแรกเกิดข้ึน
บริเวณจุดอารคท่ีผิวโลหะซ่ึงใชเปนข้ัวแคโทด (Cathode) จากน้ันอิเล็กตรอนของพลาสมาโลหะ
ดังกลาวจะเหนี่ยวนําใหอิเล็กตรอนของ Carrier Gas รอบๆ ข้ัวแคโทดแตกตัวเปนพลาสมาอยางตอเนื่อง 
พลาสมาสวนท่ีสองจะเกิดจากการแตกตัวของ Carrier Gas  ภายใตสนามไฟฟาแรงสูงระหวางข้ัว
แคโทด (Cathode) และ แอโนด (Anode)  ท่ีประกอบอยูในหัวเผาโดยตรง ในการศึกษาคร้ังนี้จะทําการ
อัดอากาศซ่ึงใชเปน Carrier Gas ปริมาณ 0.006 kg/s ผานสนามไฟฟากําลังสูงท่ีเกิดจากการอารคของ
ไฟฟากระแสตรง (DC Arc) ขนาด 19 kW  บริเวณชองวางระหวางข้ัวแคโทด (Cathode) และ แอโนด 
(Anode) เพื่อใหอากาศแตกตัวเปนพลาสมา  โดยทําการปรับคากระแสไฟฟาท่ีจายใหกับข้ัวอิเล็กโทรด 3 
คาคือ 30 A , 40 A และ 50 A ตามลําดับ ผลการทดสอบพบวาหัวเผาพลาสมาตนแบบสามารถสราง
พลาสมาท่ีมีอุณหภูมิสูงสุด 1210 K เม่ือจายกระแสไฟฟาใหกับข้ัวอิเล็กโทรด 50 A ซ่ึงสูงกวาอุณหภูมิ 
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Microwave Plasma ขนาด 1.5 kW ของ Bang et al. (2006) ท่ีอุณหภูมิพลาสมาสูงสุด 600 K ในกรณีใช
อากาศเปน Carrier Gas เพียงชนิดเดียว  แตในกรณีท่ี Microwave Plasma ใช Carrier Gas เปนกาซผสม 
(a) 60-L/min swirl air + mixture of 10-L/min CH4 and 40L/min air และ (b) 40-L/min swirl air + 
mixture of 10-L/min CH4 and 60L/min air  ตามลําดับ Microwave Plasma  จะสามารถสรางพลาสมาท่ี
มีอุณหภูมิสูงสุดสูงกวาอุณหภูมิพลาสมาของหัวเผาพลาสมาตนแบบ   

การทดสอบการเผาทําลายแผงวงจรไฟฟาท่ีใชเปนขยะอิเล็กทรอนิกสตัวอยาง พบวาหัวเผา
พลาสมาตนแบบสามารถเผาทําลายขยะอิเล็กทรอนิกสตัวอยางใหแปรสภาพเปนเถา (Ash) ท่ีสามารถ
นําไปฝงกลบในกระบวนการกําจัดขยะอุตสาหกรรมได  หัวเผาพลาสมาจึงเปนอีกหนึ่งทางเลือกในการ
เผาทําลายขยะอิเล็กทรอนิกสในปจจุบัน 
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Abstract 
 
   

This thesis stems from rapid increasing of electronic waste and causes  

environmental aspect and waste management. Moreover, soaring of fossil fuel problem 

affect electronic trash management by fossil fuel torch become higher of management 

cost. By above causes inspire to the research in order to design, build and test of plasma 

torch prototype that not use fossil fuel for managing electronic trash. 

Plasma torch prototype in the research creates plasma from electron diffusion 

beneath High Field Electrons Emission. First part of created the iron plasma occur at 

surface arc point of cathode, then electron of iron plasma induce carrier gas’s electron 

around cathode pole and continuously diffuse to be plasma. The second part stem from 

carrier gas diffusion under  High Field Electrons Emission between cathode and anode 

pole which directly put together in the torch. 

The research 0.006 kg/s of carrier gas air was compressed to the High Field 

Electrons Emission stemmed from 12 kW of DC Arc at the gap between cathode and 

anode for the purpose of diffusing air to be plasma. There are 3 values of electricity 

supplied to electrode pole i.e. 30 A, 40 A and 50 A respectively. The experiment found 

that when supplied 50 A of electricity for electrode pole the plasma torch prototype was 

able to make plasma highest temperature of 1210 K rather than 1.5 kW of Microwave 

plasma temperature of Bang et al. (2006). It could make 600 K of plasma highest 

temperature in the case that only use one of carrier gas air but in Microwave plasma case 

uses carrier gas air to be mixing gas (a) 60-L/min swirl air + mixture of 10-L/min CH4 

and 40L/min air and (b) 40-L/min swirl air + mixture of 10-L/min CH4 and 60 L/min air 
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respectively. Microwave plasma was able to create plasma highest temperature higher 

than plasma temperature of plasma torch prototype.  

Furthermore, testing of electronic waste elimination found that plasma torch 

prototype could incinerate electronic waste to be ash and was able to bury for industrial 

electronic waste eliminative process. Nowadays Plasma Torch is a direction to incinerate 

electronic torch.  

 
    

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


