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บทคัดยอ 
 
 

        วิทยานิพนธฉบับนี้ มีวัตถุประสงคเพื่อศึกษาความแตกตางของพฤตกิรรมปริซึมคอนกรีตบล็อก
ที่กอแบบแนวเดียวและเรียงสลับ ภายใตแรงตามแนวแกน โดยการทดสอบปริซึมคอนกรีตบล็อก
และการวิเคราะหดวยวิธีไฟไนทอิลลิเมนต 
       ในการทดสอบปริซึมคอนกรีตบล็อกไดแบงชุดของปริซึมออกเปน 2 ชุดคือชุดของปริซึม
คอนกรีตบล็อกที่กอแบบแนวเดียวและปริซึมคอนกรีตบล็อกที่กอแบบเรียงสลับ ซ่ึงแตละชุดมี
จํานวน 9 ตัวอยาง มีขนาด 2 กอน x 5 ช้ัน และกอปูนกอเฉพาะเปลือกบล็อก  
        ในการวิเคราะหปริซึมคอนกรีตบล็อกดวยวิธีไฟไนทอิลลิเมนต ไดสรางแบบจําลองขึ้นมา 3 ชุด
คือแบบจําลองปริซึมคอนกรีตบล็อกที่กอแบบแนวเดียวและกอปูนกอเฉพาะเปลือกบล็อก 
แบบจําลองปริซึมคอนกรีตบล็อกที่กอแบบเรียงสลับและกอปูนกอเฉพาะเปลือกบล็อกและ 
แบบจําลองปริ ซึมคอนกรีตบล็อกที่กอแบบแนวเดียวและกอปูนกอแบบเต็มหนาบล็อก                   
ในแบบจําลองทุกแบบจําลองไดจําลองใหมีการยึดร้ังที่ฐานเฉพาะแนวดิ่งเทานั้น อยางไรก็ตามใน
แบบจําลองปริซึมคอนกรีตบล็อกที่กอแบบแนวเดียวและกอปูนกอเฉพาะเปลือกบล็อกไดจําลองใหมี
การยึดร้ังที่ฐานทั้งเฉพาะแนวดิ่งและมีการยึดร้ังทั้งแนวดิ่งและแนวนอน 
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        ผลการวิจัยสรุปไดวา กําลังอัดของปริซึมคอนกรีตบล็อกที่กอแบบแนวเดียวมีคามากกวากําลัง
อัดของปริซึมคอนกรีตบล็อกที่กอแบบเรียงสลับทั้งจากการทดสอบและจากการวิเคราะหดวยวิธีไฟ
ไนทอิลลิเมนต โดยการทดสอบมีคามากกวาประมาณ 14% และการวิเคราะหดวยวิธีไฟไนทอิลลิ
เมนตมีคามากกวาประมาณ 12% การวิเคราะหดวยวิธีไฟไนทอิลลิเมนตสามารถทํานายพฤติกรรม
การแตกราวของปริซึมไดใกลเคียงกับผลการทดสอบแตกําลังอัดที่ไดจากการวิเคราะหดวยวิธีไฟ
ไนทอิลลิเมนตมีคานอยกวากําลังอัดที่ไดจากการทดสอบ  การกอปูนกอเฉพาะเปลือกบล็อกทําให
รูปแบบการแตกราวและลักษณะการวิบัติของปริซึมทั้งที่กอแบบแนวเดียวและกอแบบเรียงสลับ
เหมือนกัน ที่อัตราสวนความสูงตอความหนา (h/t) เทากับ 5 อิทธิพลจากการยึดร้ังดานขางที่ฐานไมมี
ผลตอพฤติกรรมของปริซึมคอนกรีตบล็อก  ปริซึมคอนกรีตบล็อกที่กอปูนกอเต็มหนาบล็อกมีกําลัง
อัดที่มากกวาปริซึมคอนกรีตบล็อกที่กอปูนกอเฉพาะเปลือกบล็อก 
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ABSTRACT 
 

 
        The purpose of this research was to study the difference in the behavior of stack-
bonded and running-bonded concrete masonry prisms subjected to axial load by experiment 
and finite element analysis. 
        In the experiment, 2 sets of prism samples, namely, stack-bonded and running-bonded 
concrete masonry prisms were tested. Each set contains 9 samples of two blocks wide by 
five blocks high prisms with face-shell bedding. 
        In the analysis 3 sets of models were analyzed, namely, face-shell-bedded stack bond, 
face-shell-bedded running bond, and full-mortar-bedded stack bond concrete masonry 
prisms. In all cases only vertical supports were provided at the bottom. However, for the 
case of face-shell-bedded stack bond prism, an additional case of laterally restraint supports 
was also analyzed. 
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        The results showed that the compressive strength of stack-bonded concrete masonry 
prisms was about 14% greater than that of running-bonded concrete masonry prisms by the 
experiment and 12% by the analysis. The cracking behavior of concrete masonry prisms 
predicted by the analysis was similar to that obtained by the experiment but the compressive 
strength was less than that obtained by the experiment. Cracking and failure behavior of 
stack-bonded   and running-bonded concrete masonry prisms were similar when they were 
face-shell- bedded. The lateral restraint at supports had no effect on the behavior of prisms 
when the height to thickness ratio (h/t) was 5. The compressive strength of full-mortar-
bedded concrete masonry prisms was greater than the compressive strength of face-shell-
bedded concrete masonry prisms.  
  
 


