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บทคัดยอ 
 

งานวิจัยนี้มีจุดประสงคเพื่อประเมินขีดความสามารถของกังหันน้ําขนาดเล็กแบบหลุกตํ่าท่ี
มีลักษณะใบที่แตกตางกัน 3 แบบ มีพื้นท่ีหนาตัดใบรับน้ําท่ีต้ังฉากกับกระแสน้ําเทากันเพื่อใชเปน
แนวทางในการออกแบบและสรางกังหันน้ําขนาดเล็กแบบหลุกตํ่าเพื่อผลิตกระแสไฟฟา โดยกังหัน
น้ํานี้มีช้ินสวนท่ีออกแบบสรางและดูแลรักษาไดงาย 

 การศึกษาไดเร่ิมศึกษาจากแบบจําลองกังหนัน้ําท่ีมีใบลักษณะตางกนั 3 แบบ คือ ใบ
ลักษณะแบน ใบลักษณะปลายหักมุม และใบลักษณะโคง ท่ีมีขนาดเสนผานศูนยกลาง 40 ซม.และ
ขนาดใบมีความกวาง 8 ซม.สูง 6 ซม. เทากันท้ัง 3 แบบ โดยทําการทดลอง ณ รางน้ําแบบเปดท่ีมี
ความเร็วการไหลของน้ําอยูในชวง 0.5- 2.0 เมตรตอวนิาที จากนั้นสรางตนแบบกังหันน้ํามีขนาด
เสนผานศูนยกลาง 200 ซม. ใบรับน้ํามีขนาดความกวาง 40 ซม. สูง 30 ซม. และทําการสรางเคร่ือง
กําเนิดไฟฟาแมเหล็กถาวรทีมี่ขนาดเสนผานศูนยกลาง 40 ซม. ซ่ึงใชชุดแมเหล็กถาวรเคล่ือนท่ีตัด
กับชุดขดลวดทองแดงซ่ึงติดต้ังอยูกับท่ี โดยเคร่ืองกําเนดิไฟฟาแมเหล็กถาวรที่ออกแบบและสรางนี้ 
มีความเร็วรอบท่ีผลิตไฟฟาไดอยูในชวง 100-200 รอบตอนาที  

ผลการทดลองพบวา 1) แบบจําลองกังหันน้ําขนาดเล็กแบบหลุกตํ่าท่ีมีใบลักษณะโคงให

ประสิทธิภาพท่ีดีท่ีสุด โดยพบวามีประสิทธิภาพในการเปล่ียนพลังงานนํ้าเปนพลังงานกลเทากับ 35 

เปอรเซ็นต 2) ตนแบบกังหันน้ําขนาดเล็กแบบหลุกตํ่าท่ีสรางขนาดจริงขนาดเสนผานศูนยกลาง

เทากับ 200 เซนติเมตรท่ีทําการทดลอง ณ ความเร็วการไหลของน้ํา 1 เมตรตอวินาที สามารถขับ



 จ

เคร่ืองกําเนิดไฟฟาเพื่อผลิตกระแสไฟฟาไดประมาณ 15 วัตต และมีปริมาณเพียงพอตอการนําไปใช

สําหรับสองสวาง และสามารถใชเทคนิคการตอเขากับโคมประหยัดไฟชนิดพิเศษ คือ Super LED 

ซ่ึงใชกําลังงานไฟฟา เพียง 2 วัตต หรือสามารถประจุเขาแบตเตอร่ีเพื่อนําไปใชงาน 
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ABSTRACT 

  The main objective of this research was to study the feasibility and the potential of 

undershot water wheel with difference 3 paddles. The cross-section areas perpendicular to the 

water flow, of those 3 paddles were the same. The design and prototype construction of small 

undershot water wheels was aimed for electricity production. The structural design was to be 

simple and appropriated for installation, service and maintenance. The research methodology was 

focused to the model of under shot water wheel with difference 3 paddles, i.e., flat paddles shape, 

end of paddle to bend shape and curve paddle shape. There were designed for the diameter of 40 

cm, 8 cm width and height of 6 cm. Experimental was conducted on the open canal at water flow 

rate between 0.5-2.0 m/s. After that, designed and constructed the prototype of small undershot 

water wheel was constructed with the size of 200 cm diameter with 1.2 m2 blade areas (width 40 

cm, height 30 cm) and the diameter of permanent magnet generator of 40 cm by using the 

permanent magnet to rotate inside an armature stator. Rational speed was between 100-200 rpm, 

approximately. 

  The results were found that: 1) the model of small undershot water wheel with curve 

paddle shape was the best and could convert the energy in moving water to mechanical power 
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with efficiency at 35%.; 2) the prototype of small undershot water wheel at 1.0 m/s water flow 

rate could be capable of generating 15 W of electricity which was enough for light illumination. 

Therefore, the light was illuminated with the super LED lamp which required only 2W of 

electricity capacity or used for battery charging.  

 

 
 
 


