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ABSTACT 

  

 A tube type passive sampler has been developed for construction of nitrogen 

dioxide (NO2) test kit based on passive diffusion sampling technique. It was applied 

for sampling of NO2, which is one of the important air pollutants. The passive sampler 

consists of a polypropylene tube containing a glass fiber filter (GF/A) impregnated 

with 20%TEA as the absorbent for NO2 and fixed in a protective shelter to reduce 

meteorological effects during exposure. NO2 in ambient air was absorbed by the 

sorbent in the tube in the form of nitrite (NO2
-). After sampling, samples were 

extracted with the adding of 2 ml deionized water following with 2 ml Saltzmann 

reagent prior to absorbance measurement by spectrophotometer at 540 nm. Limit of 

detection and limit of quantification of spectrophotometer for NO2
- were 0.01 and 0.03 

µg/ml, respectively. NO2 concentrations obtained from the passive samplers and active 

analyzer coupling with chemiluminescence integrated over the same time period are 

strongly correlated (r = 0.924). Concept of passive sampling based on verified data of 

NO2 collected by the developed passive diffusion tube was brought for construction of 
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the NO2 test-kit. The read-out result is based on color comparison of sample and 

standard solutions. Pink color shades of standard solutions vary with nitrite 

concentrations, which can reverse to NO2 concentrations in air. A test kit was hence 

successfully developed based on this method. The standard color chart represents 

concentrations of NO2 in air in a range of 0.03-1.5 mg/l equivalent to 9.5-477.7 ppbv 

(based on 24 hours exposure). Reliability in estimation of NO2 content using the color 

chart was tested using a survey test of 100 randomly selected population at 95% 

confidential limit. Analysis of the test forms has overall yielded encouraging facts 

64.9±10%. Procedure of determination of nitrogen dioxide by the test kit was 

performed in the field. NO2 concentrations obtained from the test kit were compared 

with those from the active analyzer and the result was well agreed with each other. 
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บทคัดยอ 

 

การพัฒนาอุปกรณเก็บตัวอยางแบบแพสซีฟชนิดหลอด เพื่อสรางชุดทดสอบไนโตรเจน   

ไดออกไซด โดยอาศัยหลักการแพรในการเก็บตัวอยาง  โดยนํามาประยุกตใชสําหรับเก็บปริมาณ

ไนโตรเจนไดออกไซดซ่ึงเปนสารมลพิษที่สําคัญตัวหนึ่งในอากาศ อุปกรณเก็บตัวอยางที่ใชในการ

ทดลองประกอบดวยหลอดพอลีพรอพิลีนซึ่งบรรจุกระดาษกรองแบบใยแกว (GF/A) ชุบดวยตัวดูด

ซับไนโตรเจนไดออกไซดคือ 20% TEA และบรรจุลงในกลองปองกันตลอดการเก็บตัวอยาง เพื่อลด

ผลกระทบจากสภาวะทางอุตุนิยมวิทยา ไนโตรเจนไดออกไซดในอากาศถูกจับโดยตัวดูดซับใน

หลอดเก็บตัวอยางในรูปของไนไตรท หลังจากการเก็บตัวอยางทําการสกัดตัวอยางดวยการเติมน้ํา

กล่ัน 2 มิลลิลิตร และตามดวยสารละลายซอลทซมันน 2 มิลลิลิตร กอนนําไปวัดคาดูดกลืนแสงดวย

เครื่องสเปกโทรโฟโตมิเตอรที่ความยาวคลื่น 540 นาโนเมตร  ขีดจํากัดต่ําสุดในการตรวจวัดและ 

ขีดจํากัดในการวิเคราะหปริมาณของเครื่องสเปกโทรโฟโตมิเตอรในการวัดไนไตรท เทากับ 0.01 

และ 0.03 ไมโครกรัมตอมิลลิลิตร ตามลําดับ ความเขมขนของไนโตรเจนไดออกไซดที่ไดจากการ
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เก็บตัวอยางแบบแพสซีฟกับเครื่องวิเคราะหแบบแอคทีฟซ่ึงตอกับเครื่องเคมิลูมิเนสเซนตซ่ึงทําการ

เก็บตัวอยางในชวงเวลาเดียวกัน มีความสัมพันธกันสูง (r= 0.924) จากขอมูลการตรวจสอบการเก็บ

ปริมาณไนโตรเจนไดออกไซดโดยอุปกรณเก็บตัวอยางแบบแพสซีฟที่พัฒนาขึ้นถูกนํามาใชในการ

สรางชุดตรวจวัดสําหรับไนโตรเจนไดออกไซด โดยการเปรียบเทียบสีของตัวอยางกับสารละลาย

มาตรฐาน ความเขมของสีชมพูจะแปรผันตรงกับความเขมขนของไนไตรทในสารละลาย ซ่ึงก็คือ

ความเขมขนของกาซไนโตรเจนไดออกไซดในอากาศ  บนพื้นฐานของวิธีดังกลาวจึงสามารถพัฒนา

ชุดทดสอบไดสําเร็จ โดยแถบสีดังกลาวแทนคาความเขมขนของกาซไนโตรเจนไดออกไซดใน

อากาศในชวง 0.03-1.50 มิลลิกรัมตอลิตร หรือ 9.5-477.7 สวนในพันลานสวนโดยปริมาตร (คํานวณ

โดยใชเวลาเก็บตัวอยาง 24 ช่ัวโมง) การสรางความเชื่อมั่นในการอานคาจากแถบสีที่ผลิตขึ้น ทําโดย

การสุมนักศึกษาจํานวน100 คนซึ่ ง เปนตัวแทนประชากรของนักศึกษาคณะวิทยาศาสตร 

มหาวิทยาลัยเชียงใหม เพื่อทดสอบการอานคาความเขมขนของกาซไนโตรเจนไดออกไซดจากแถบสี

มาตรฐานที่ผลิตขึ้น พบวาคาที่อานไดถูกตอง 64.9±10% ที่ระดับความเชื่อมั่น 95% ปริมาณ

ไนโตรเจนไดออกไซดที่ไดจากชุดทดสอบเปรียบเทียบกับปริมาณไนโตรเจนไดออกไซดที่ไดจาก

เครื่องวิเคราะหแบบแอคทีฟ พบวาไดผลเปนในทางเดียวกัน 

 

 

 


