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บทคัดยอ 

 

ความสามารถในการจําแนกช้ันหินบางเปนหนึ่งในปญหาของการแปลความหมายขอมูล

คล่ืนไหวสะเทือนปกติ เทคนิคการแยกสเปกตรัมสามารถนําไปประยุกตใชในการแกปญหาดังกลาว 

รวมท้ังสามารถสังเกตขอมูลในลักษณะอ่ืนเพิ่มข้ึน  และบางลักษณะท่ีบงช้ีไฮโดรคารบอน 

วิธีการแยกสเปกตรัม ขอมูลคล่ืนไหวสะเทือนแตละความถ่ีในโดเมนเวลาถูกแปลงเปน

ขอมูลในโดเมนความถ่ี ผลจากการแยกสเปกตรัมของแตละความถ่ี ทําใหเห็นลักษณะความผิดปกติ

หรือ พฤติกรรมท่ีสังเกตไดอยางชัดเจน ซ่ึงไมสามารถสังเกตเห็นไดจากขอมูลคล่ืนไหวสะเทือนใน

โดเมนเวลา ช้ันกกัเกบ็กาซท่ีมีคาอิมพีแดนซตํ่าแสดงความผิดปกติอยางมากของบางคาความถ่ีซ่ึง

สามารถใชเปนตัวบงช้ีไฮโดรคารบอนได ในการศึกษครั้งนี้ การแยกสเปกตรัมถูกนําไปประยุกตใช

หาช้ันกกัเก็บบาง การวิเคราะหขอมูลของความถ่ีหนึ่งๆ หากการเลือกความถ่ีเปนไปอยางเหมาะสม 

สามารถแสดงคาความผิดปกติท่ีเดนชัดท่ีสุดของหินกกัเกบ็ช้ันบางท่ีแตกตางจากขอมูลสวนอ่ืน 

ถึงแมวาช้ันกักเก็บบางอาจมีความสําคัญในเชิงเศรษฐกิจไมมาก แตขอมูลดังกลาวอาจถูก

นํามาใชพิจารณาในระหวางข้ันตอนการตดัสินใจและการวางแผนเพ่ือการพัฒนาในอนาคต หินกัก

เก็บช้ันบางอาจไดรับพัฒนาเพื่อเพิ่มปริมาณการผลิตปโตรเลียม
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Abstract 

  

In conventional seismic interpretation, defining thin strata thickness is one of 

the ambiguous problems. Spectral decomposition techniques have been used to solve 

such problems and increase the proportion of data that can be observed. The 

techniques can be applied to resolve thin strata problem and some hydrocarbon 

features. 

In spectral decomposition, discrete frequencies are derived from transforming 

the data in time domain into the frequency domain. Data display in these frequencies 

may reveal anomalous or diagnostic behaviors not readily apparent in the time domain 

of seismic data. Low impedance gas reservoirs often have anomalously high peak 

frequencies that can be used as a diagnostic hydrocarbon indicator. In this study, 

spectral decomposition was applied in the detection of thin reservoir layer. Using to 

display iso-frequency analysis, proper frequencies showed the clearest anomalies that 

distinguish the target thin reservoir layers from background event.  

 Although thin reservoir layer may not have much economic significance, they 

provide additional information that may be considered during decision making and 

planning for future development. Thin reservoirs may be developed in order to 

increase the petroleum recovery to the greater volume.   


