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บทคัดยอ 
 
 
เซรามิกอะลูมินาพรุนสามารถเตรียมไดโดยการข้ึนรูปดวยวิธีหลอเจลซ่ึงในการศึกษาการ

เตรียมเซรามิกอะลูมินาพรุนดวยวิธีหลอเจล ไดทําการศึกษาการเตรียม 2 วิธี โดยวิธีแรกอาศัยแปง

มันสําปะหลังเปนตัวชวยในการข้ึนรูปและตัวชวยใหเกิดโครงสรางรูพรุน วิธีท่ีสองอาศัยการเกิด

โครงสรางรูพรุนจากฟองของแอมโมเนียม ลอลิว ซัลเฟต (Ammonium lauryl sulfate, ALS)  

และข้ึนรูปจากเกิดพอลิเมอรไรเซชันของอะคริลาไมดมอนอเมอร ซ่ึงในงานวิจัยไดทําการศึกษาผล
ของปริมาณแปงมันสําปะหลัง, ความเขมขนของ ALS, อุณหภูมิการเผาผนึก, และขนาดอนุภาค

ของอะลูมินา ท่ีมีผลตอเซรามิกอะลูมินาพรุน จากผลการทดลองพบวา ปริมาณแปงมันสําปะหลังมี

ผลตอความหนืดของอะลูมินาสเลอรี เม่ือปริมาณแปงมันสําปะหลังเพิ่มสูงข้ึน คาความหนืดของ

อะลูมินาสเลอรีจะมีคามากข้ึนและเกิดโครงสรางเจลไดอยางรวดเร็ว ปริมาณแปงมันสําปะหลังเปน

ยังตัวกําหนดปริมาณรูพรุนเม่ือปริมาณแปงมันสําปะหลังสูงจะทําใหปริมาณรูพรุนสูงตามไปดวย

และทําใหรูพรุนมีขนาดใหญ สวนในการเกิดโครงสรางเจลของอะลูมินาสเลอรีจากการใชอะคริลา

ไมดมอนอเมอรสามารถกําหนดไดโดยปริมาณของแอมโมเนียมเปอรซัลเฟต (APS)
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และเอน, เอน, เอน’, เอน’-เตตระเมทิลลีทิลลีนไดเอมีน (TEMED) ท่ีใชเปนตัวเร่ิมและตัวเรง

ปฏิกิริยา ความเขมขนของ ALSไมมีผลตอขนาดของรูพรุนแตเปนตัวกําหนดปริมาณรูพรุนโดยท่ี

ความเขมขนของ ALS มากจะทําใหปริมาณของรูพรุนมาก และรูพรุนท่ีไดอยูในชวงแมคโครพอร 

เม่ือทดสอบการใชงานเปนตัวรองรับตัวเรงปฏิกิริยา พบวาเซรามิกอะลูมินาพรุนท่ีเตรียมจากอนุภาค

อะลูมินา A-33-F ท่ีมีปริมาณแปงมันสําปะหลัง 30 เปอรเซ็นตโดยนํ้าหนัก เผาผนึกอณหภูมิ 1350 

องศาเซลเซียส มีการกระจายตัวของตัวเรงปฏิกิริยาโคบอลตไนเตรทไดดีท่ีสุดและการกระจาย

โดยมากอยูบนผิวและรูพรุนของตัวเซรามิกอะลูมินาพรุน โดยจะข้ึนอยูกับพื้นท่ีผิวจําเพาะของเซรา

มิกอะลูมินาพรุน 
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ABSTRACT 

 
 

Porous alumina ceramic which use as catalyst supporter have been prepared by 
gelcasting of alumina slurry. In this study, porous alumina ceramics were produced by using two 
methods: Firstly, Cassava starch was used as a pore-forming agent and body-forming agent. 
Secondly, pore structure was formed by the bubble of Ammonium lauryl sulfate (ALS) in 
alumina slurry and stabilized the structure by in situ polymerization of acrylamide monomer. In 
this research work, the factors such as Cassava starch content, ALS concentrated, sintering 
temperature and size of alumina which effect on the fabrication porous structure of porous 
alumina ceramics were studied. The experiment results showed that increasing Cassava starch 
content provided higher viscosity of alumina slurry and shorter gelling setting, higher porosity 
and larger pore size in porous alumina ceramics. The method was based on in situ polymerization 
of acrylamide monomer, which controlled by amount Ammonium persulphate (APS) and 
N,N,N',N'- Tetramethylethylenediamine (TEMED)  which using as initiator and catalysts. The 
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concentration of ALS has no effect on pore size but it controls porosities.  The higher 
concentration of ALS provided higher porosity and pore size is in the range of macropore. From 
the embedding cobalt nitrate on the alumina supporter, it was found that 30 wt. % of alumina A-
33-F of Cassava starch component which sintered at   1350 °C showed good distribution of cobalt 
nitrate on surface and in the pore depending on its specific surface area.   

 
 


