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ABSTRACT 

 In this study, the effects of charcoal additive on physical and thermal 

insulation of fired test briquettes were examined. Charcoal particles of sizes 1-3 

(3mm.-0.5mm.) were mixed in the range of percentages ranging from 0, 2.5, 5, 7.5 to 

10 by weight in Hang Dong clay. After firing at 900-1100 
o
C, the results confirmed 

the better physical and mechanical properties of the fired test briquettes with 2.5-10 % 

charcoal addition of size 3 which were fired at 950 
o
C than those of the reference, 

namely higher apparent porosity due to higher percentage of water absorption 18.27-

33.21 % compared to fired clay bricks standardized by Thai Industrial Standards 

Institute; TISI77-2531 whose water absorption was 25%. The compressive strength of 

fired test briquettes was 78.59 - 143.45 kg/cm
2 

whereas that of the counterpart was 35 

kg/cm
2
.  
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 According to the results, it could be explained that thermal conductivity 

decreased with decreasing in density and increased with an increasing in fired 

briquettes porosity. It was shown that the thermal conductivity was directly 

proportional to the density of the fired test briquettes. An understanding of conduction 

process indicated that the determining factor was porosity which was related to 

density. The thermal conductivity of the fired test briquettes was from 0.262 - 0.216. 
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บทคัดย่อ 

 งานวิจยัน้ีศึกษาผลของการเติมถ่านต่อสมบติัทางกายภาพและสมบติัการเป็นฉนวนความ
ร้อนของอิฐก่อสร้าง โดยการเติมถ่านท่ีมีขนาดแตกต่างกนั 3 ขนาด คือ ขนาดท่ี 1 (2-3 มม.) ขนาดท่ี
2 (1-2 มม.) และ ขนาดท่ี 3 (เล็กกวา่ 0.5 มม.) เม่ือน ามาผสมกบัดินเหนียวหางดงในอตัราส่วนร้อย
ละ 0, 2.5, 5.0, 7.5 ถึง 10 โดยน ้ าหนกั หลงัจากนั้นน ามาเผาท่ีอุณหภูมิตั้งแต่ 900-1100 องศา
เซลเซียส พบว่าการเติมถ่านขนาดท่ี 3 ในอตัราส่วนผสมร้อยละตั้งแต่ 2.5-10 โดยน ้ าหนัก เผาท่ี
อุณหภูมิ 950 องศาเซลเซียส มีความพรุนตวัปรากฏสูงในขณะท่ีค่าการดูดซึมน ้ าอยู่ระหวา่ง 18.27-
33.21 เปอร์เซ็นต์ ค่าความแข็งแรงอยู่ระหว่าง 78.59-143.45 กิโลกรัมต่อตารางเซนติเมตร และค่า
การน าความร้อนคือ 0.262-0.216 วตัตต่์อเมตร เคลวิน ตามล าดบั ดงันั้นอิฐทดสอบเพื่อการก่อสร้าง
น้ีมีคุณสมบติัทางกายภาพและคุณสมบติัการเป็นฉนวนความร้อนดีกว่าอิฐสามญัก่อสร้างโดย
ส านกังานมาตรฐานผลิตภณัฑ์อุตสาหกรรม (ม.อ.ก. 77-2531) ท่ีให้ค่าการดูดซึมน ้ าไดสู้งสุด 25 
เปอร์เซ็นตแ์ละค่าความแขง็แรงเพียง 35 กิโลกรัมต่อตารางเซนติเมตร 

   


