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บทคัดยอ 
 

ในการศึกษานี้  เปนการประเมินความคุมทุนของโครงการปองกันน้ําทวมพื้นท่ีชุมชน 
จังหวัดลําพูน มีวัตถุประสงคของการศึกษาเพื่อสรางเกณฑในการจัดลําดับความสําคัญ และประเมิน
ลําดับความสําคัญของโครงการปองกันน้ําทวมพื้นท่ีชุมชน ท่ีไดเคยศึกษาความเหมาะสมไวแลว  จาก
กรมโยธาธิการและผังเมือง ในป 2549 และกรมชลประทาน ในป 2550 โดยพิจารณาผลกระทบ    จาก
การปรับปรุงเพิ่มประสิทธิภาพการระบายน้ํา ดวยการลดระดับสันฝายหนองสลีก                ตําบล
บานเรือน อําเภอปาซาง จังหวัดลําพูน ลง 1.50 เมตร และติดต้ังฝายยางทดแทน ซ่ึงดําเนินการโดยกรม
ชลประทาน เม่ือป 2550 การศึกษาไดพิจารณาปจจัยท่ีมีผลกระทบตอโครงการปองกัน      น้ําทวม
ชุมชนจังหวัดลําพูน ครอบคลุมท้ัง 3 ดาน คือ ดานวิศวกรรม  ดานเศรษฐศาสตร และ        ดาน
เศรษฐกิจ-สังคม ส่ิงแวดลอม โบราณสถาน ศิลปวัฒนธรรม และการทองเท่ียว สําหรับ          การ
กําหนดเกณฑน้ําหนักความสําคัญ (Weighting) และคะแนนของปจจัย (Rating) ใชการประเมินโดย
ผูเช่ียวชาญ ดวยเทคนิคเดลฟาย (Delphi Technique)  

 
 
 



พื้นท่ีทําการศึกษาประกอบดวย ตําบลตนธง เทศบาลตําบลริมปง เทศบาลตําบล       บาน
แปน เทศบาลตําบลปาซาง ซ่ึงไดถูกเลือกเปนพื้นท่ีศึกษา เนื่องจากเปนพื้นท่ีท่ีไดรับผลกระทบโดยตรง
จากการปรับปรุงเพ่ิมประสิทธิภาพการระบายนํ้าของฝายหนองสลีก และมีขอมูลท่ีจําเปน  ใน
การศึกษาอยูบางสวนแลว ผลลัพธของการศึกษา ประกอบดวย 1) แผนงานโครงการปองกัน      น้ํา
ทวมพื้นท่ีชุมชนใหม 2) ลําดับความสําคัญของโครงการปองกันน้ําทวมพื้นท่ีชุมชน ท้ัง 4 แหง 

ลักษณะของอาคารปองกันน้ําทวม ในแผนงานปองกันน้ําทวมพื้นท่ีชุมชน ประกอบดวย  
1) คันกั้นน้ํา  2) เข่ือนปองกันการกัดเซาะตล่ิง 3) อาคารระบายนํ้าปลายคลอง และ    4) สถานีสูบน้ํา
ดวยไฟฟา ซ่ึงรูปแบบ และขนาดของอาคาร มีผลตอตนทุนคากอสราง และผลตอบแทนทาง
เศรษฐศาสตรของโครงการ จากการศึกษาวิเคราะหโดยใชแบบจําลองทาง           ชลศาสตร 
(Hydrodynamic) ของฝายหนองสลีก ดวยโปรแกรม MIKE 11 เม่ือกําหนดปริมาณนํ้านองสูงสุด  ใน
แมน้ําปง เทากับ 700 ลบ.ม./วินาที และในแมน้ํากวง เทากับ 150 ลบ.ม./วินาที พบวา ระดับน้ําหลาก
สูงสุดในแมน้ํามีระดับลดตํ่าลง หลังมีการปรับปรุงเพ่ิมประสิทธิภาพ          ของฝายยางหนองสลีก 
และทําใหการเออลนตล่ิงคันกั้นน้ําในพ้ืนท่ีศึกษามีระดับลดลง เปนผลทําใหตนทุนคากอสรางของ
โครงการปองกันน้ําทวมเดิมลดลง จากงบประมาณ 1,112.343 ลานบาท   เหลือเพียง 629.834 ลานบาท 
และผลตอบแทนทางเศรษฐศาตรมีคาเพิ่มข้ึน ซ่ึงเปนการประเมิน   ดวยตนเอง 

สําหรับการสรางเกณฑ เพื่อใชในการจัดลําดับความสําคัญของโครงการ ไดดําเนินการ
ประเมินโดยผูเช่ียวชาญ จํานวน 17 ทาน ท่ีมีประสบการณในการจัดทําแผนยุทธศาสตรการพัฒนา
จังหวัด หรือทองถ่ิน ดวยเทคนิคเดลฟาย จากการใชแบบสอบถาม จํานวน 3 รอบ พบวา ผูเช่ียวชาญมี
ความเห็นสอดคลองกัน โดยรอยละ 82 ใหความสําคัญดานเศรษฐศาสตร ดานเศรษฐกิจ สังคม 
ส่ิงแวดลอม โบราณสถาน ศิลปวัฒนธรรม และการทองเท่ียว น้ําหนักความสําคัญรอยละ 40 รองลงมา 
คือ ดานวิศวกรรม และดานเศรษฐศาสตร น้ําหนักความสําคัญรอยละ 30 และกําหนดคะแนนของแต
ละปจจัย จํานวน 50 ประเด็น และนํามาจัดลําดับความสําคัญของโครงการ ไดแก ลําดับท่ี  1 โครงการ
ปองกันน้ําทวมพ้ืนท่ีชุมชนเทศบาลตําบลปาซาง คะแนนรวม 12.12 คะแนน ลําดับท่ี  2 โครงการ
ปองกันน้ําทวม  พื้นท่ีชุมชนเทศบาลตําบลริมปงคะแนนรวม 10.70 คะแนน ลําดับท่ี  3 โครงการ
ปองกันน้ําทวมพื้นท่ีชุมชนเทศบาลตําบลบานแปน คะแนนรวม 9.30 คะแนน และลําดับท่ี  4 
โครงการปองกันน้ําทวมพื้นท่ีชุมชนตําบลตนธง คะแนนรวม 8.70 คะแนน 
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Abstract 

 
In this study, an evaluation of cost benefits effectiveness was conducted for urban flood 

protection project in Lamphun province, northern Thailand. The main objectives aimed to:           1) 
construct the criteria for project prioritization and 2) assess the precedencies of the community flood 
protection area reported by Thai Department of Public Works and Town & Country Planning (DPT) 
in 2006 and Thai Royal Irrigation Department (RID) in 2007. The reports assessment was 
emphasized on impacts caused by the lessening of crust for efficiency of drainage improvement of 
Nong Saleek Weir, Pasang district, Lamphun province. The installation of      1.50-meter rubber 
dam as a lessened weir crust replacement was conducted by Thai RID since 2007.The main 
consideration of this study covering three areas: 1) engineering factor, 2) economics and the economy-
society environment factor, and 3) historical-cultural-tourism factor using the importance weight of 
criteria (Weighting) and factor scores (Rating) for experts’ evaluation with Delphi Technique. 

 
 
The selected study areas consist of Ton Thong Sub-District, Rimping Sub-District 

Municipal, Bann Phan Sub-District Municipal, and Paa Sang Sub-District Municipal since the areas 



are directly affected by the Nong Saleek weir drainage efficiency improvement project. 
Additionally, the selected study areas already contain some essential details which are: 1) a new 
community flood prevention program plans, and 2) prioritization of flood protection projects for all 
four selected community areas. 

Structural characteristics of flood protection plan in community areas include: 1) flood 
protective dikes, 2) dam embankment to prevent erosion, 3) canals drainage outlet structure, and 4) 
electric pumping stations. Structural characteristics including model and size affect construction 
costs and economic benefit of the project. The study analyzed using Nong Saleek MIKE 11 
hydrodynamic model program was set at maximum flood volume of the Ping River at 700 cubic-
meters per second (cms) and the Kuang River at 150 cms. After efficiency improvement of Nong 
Saleek rubber dam, the model outcomes demonstrate the lower of highest flood levels in both rivers 
and lower levels of flood overflowing river bank protective dikes in the study areas. Concerning 
construction costs, flood protection budget plan decreased from 1,112.343 million Baht to only 
629.834 million Baht and economic return values have increased. Based on this study self-
assessment to prioritize the projects benchmark, evaluation questionnaire sets were handout to 17 
experts experienced in preparing strategic plans development ranging from local toward provincial 
scale using Delphi technique. The three rounds of questionnaires revealed that experts agreed with 
82% priority score on historical-cultural-tourism factor, 40% priority score on economics and the 
economy-society environment factor, and 30% priority score on engineering factor. 

Results from the urban flood project 50 points prioritization ranking system are: 1st) the Paa 
Sang Sub-District Municipal project scored 12.12 points, 2nd) the Rimping Sub-District Municipal 
project scored 10.70 points, 3rd) the Bann Phan Sub-District Municipal scored 9.30 points and, 4th) 
the Ton Thong Sub-District project scored 8.70 points. 
 


