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บทคดัย่อ 
 
 

วิทยานิพนธ์ฉบบัน้ีน าเสนอการศึกษาการช ารุดของชุดตวัเก็บประจุในระดบัแรงดนั 115 
กิโลโวลต์ ของสถานไฟฟ้าแรงสูงเชียงใหม่ 3 เน่ืองจากการเกิดกระแสและแรงดนัซ่ึงมีขนาดและ
ความถ่ีสูงในภาวะชัว่ครู่  การศึกษาใช้โปรแกรม PSCAD/EMTDC จ าลองการเกิดภาวะชัว่ครู่ใน
กรณีสวิต ชิงจ่ายไฟชุดตวัเก็บประจุ กรณีเกิดความผิดพร่องใกลก้บัจุดจ่ายไฟชุดตวัเก็บประจุ และ
กรณีเกิดการกลบัคืนของกระแสขณะปลดชุดตวัเก็บประจุออกจากระบบ  พบสาเหตุหลกัท่ีท าให้ตวั
เก็บประจุช ารุดเกิดจากค่ายอดแรงดนัต่อเฟสสูงสุดจากกรณีเกิดการกลบัคืนของกระแสขณะปลดชุด
ตวัเก็บประจุออกจากระบบ มีค่า 2.42 ต่อหน่วย ซ่ึงสูงกว่าพิกดัของตวัเก็บประจุ [14] แต่จาก
การศึกษาแนวทางควบคุมภาวะชัว่ครู่พบวา่วิธีการปรับปรุงชุดตวัเก็บประจุเป็นแบบ Detuned Filter 
ทั้ง 3 ชุด และวิธีการปรับปรุงกบัดกัเสิร์จ สามารถลดค่ายอดแรงดนัต่อเฟสสูงสุดให้ต ่ากว่าพิกดั
สูงสุดของตวัเก็บประจุ โดยมีค่าเหลือเพียง 1.63 และ 2.35 ต่อหน่วย ตามล าดบั 



จ 

 

Thesis Title    Transient Analysis of 115 kV Capacitor Bank During  
Switching at Chiang Mai 3 High Voltage Substation 

 
Author Mr. Sarawut Kanitpanyacharoen 
 
Degree Master of Engineering (Electrical Engineering) 
 
Thesis Advisor Assoc. Prof. Dr. Suttichai  Premrudeepreechachan 
 
 

ABSTRACT 
 
 

This thesis investigates the failures of 115 kV capacitor banks at the Chiang Mai 3 
substation due to transient high-magnitude and high-frequency currents, as well as overvoltage 
amplitudes. The possible causations of these phenomena, including switching energization, faults 
occur near capacitor bank, and restrikes during de-energization, are simulated by the 
PSCAD/EMTDC program. The results show that maximum peak voltage of the transient at 2.42 
per unit, which is over the limit of capacitor unit [14], only occurs under restrikes during de-
energization and mainly causes the capacitor unit failure. However, voltage transients can be 
minimized by using capacitor banks with detuned filter and installing better performance surge 
arresters. With these adjustments, the maximum peak voltages of the transient from simulations 
are reduce to 1.63 and 2.35 per unit, respectively. 


