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บทคัดยอ 

 

 พื้นท่ีศึกษาดานตะวันตกของบล็อกเอ็ม 9 ต้ังอยูในนานน้ําของประเทศเมียนมาร อยูทาง

ตอนเหนือของอาวเมาะตะมะ ซ่ึงเปนสวนหนึ่งของทะเลอันดามัน การศึกษาในคร้ังนี้เพื่อแปลความ

หมายถึงสภาวะแวดลอมการสะสมตะกอนและช้ันหินกักเก็บโดยอาศัยขอมูลจากแทงตัวอยางผนัง

หลุม เศษช้ินสวนตัวอยางหิน และขอมูลการหย่ังธรณีหลุมเจาะจากหลุมเจาะจํานวน 2 หลุม คือ 

หลุมซาติลา 1 และหลุม 4บีเอ 1 ซ่ึงอยุทางดานตะวันตกของบล็อกเอ็ม 9 แองเมาะตะมะ นอกชายฝง

ของประเทศเมียนมาร 

ผลการศึกษาพบวาดานตะวันตกของบล็อกเอ็ม 9 นี้มีหินฐานธรณีท่ีคาดวาเปนพวกตะกอน

เถาภูเขาไฟวางตัวรองรับอยูดานลาง จากการแปลความหมายขอมูลการหยั่งธรณีหลุมเจาะ ขอมูลน้ํา
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โคลน รวมกับการศึกษาศิลาวรรณา จากหลุมซาติลา 1 และหลุม 4บีเอ 1 สามารถแบงหนวยหินออก

ไดจํานวน 4 หนวยหิน ซ่ึงหนวยหินเหลานี้จําแนกโดยอาศัยขอมูลวิทยาหิน ขอมูลลําดับช้ันหินทาง

ชีวภาพ และขอมูลศิลาวรรณา ประกอบดวย หนวยหินที่ 1 วางตัวอยูบนหนวยหินท่ีอยูลางสุดซ่ึง

เปนหินเถาภูเขาไฟประกอบดวยหินดินดานเน้ือปูนท่ีประกอบดวยแรเคลยเปนสวนใหญโดยมี

สภาวะแวดลอมการสะสมตะกอนเปนแบบน้ําข้ึนบนลาดทวีปอยูในสมัยไมโอซีนตอนตนถึง

ตอนกลาง หนวยหินท่ี 2 ประกอบดวยหินดินเหนียว/หินโคลนท่ีมีทรายปนเล็กนอย และพบ

หินดินดานเนื้อปูนบางในตอนลางของหนวยหินสภาวะแวดลอมการสะสมตะกอนเปนแบบตะกอน

ไหลทวีปงอก ในบริเวณตอนลางและตอนกลาง สวนทางตอนบนพบการสะสมตะกอนแบบน้ําข้ึน

บนลาดทวีป หนวยหินท่ี 3 ประกอบดวยโคลนท่ีมีทรายแทรกสลับ สภาวะแวดลอมการตกสะสม

ตะกอนเปนแบบตอนลางของชายหาดสวนหนา และไหลทวีป อยูในสมัยไมโอซีนตอนกลางถึง

ตอนปลาย หนวยหินท่ี 4 ประกอบดวยช้ันของหินตะกอนเนื้อเม็ดปะปนกัน โดยสวนใหญเปนหิน

ทรายแปง/หินทราย และหินดินเหนียว ท่ีไดรับอิทธิพลจากนํ้าทะเลบริเวณดอนสามเหลี่ยมปาก

แมน้ําแปลความหมายไดเปนขอบไกลดอนสามเหล่ียมปากแมน้ําอยูในสมัยไพลโอซีนจากหลักฐาน

ขอมูลการหยั่งธรณีหลุมเจาะและการศึกษาศิลาวรรณาสมบัติหินกักเก็บในหนวยหินเหลานี้คอนขาง

แย เนื่องจากประกอบดวยหินดินเหนียว/หินดินดานดังนั้นคาความพรุนและความสามารถในการซึม

ผานไดจึงตํ่ามาก 
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ABSTRACT 

 

The study area, western part of the block M-9 is located on the continental 

shelf within Myanmar juristriction in the northern part of the Gulf of Moattama Basin 

of the Andaman Sea, Offshore, Myanmar. The scope of this study is to interpret the 

depositional environment and reservoir horizon based on side-wall cores, cutting 

samples and well log  data from two wells named, Zatila-1 and 4BA-1 in the western 

part of the Block M-9, Moattama Basin, Offshore Myanmar. In the western part of the 

Block M-9, basement unit may be volcaniclastic sediment. According to the well log 

interpretation and petrographic examination, there are three sedimentary units 

successively upward in Zatila-1 and 4BA-1. These units were classified on the basis 
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of lithologic mud log, drill-derived lithology report, biostratigraphic reports and 

petrographic examination and well logs. 

 Unit I, the first and lowest unit overlying the volcaniclastic sediment is clay 

prone with calcareous marine shale (carbonate?). The depositional environment is 

probably transgressive marine shelf  in Early Miocene to Middle Miocene age. Unit II 

is also claystone/mudstone with minor sand stringers and occasionally calcareous 

marine shale. The depositional environment is prograding marine shelf. The Third 

unit, Unit III comprises a mixed clastic sequence, primarily marine influenced deltaic 

silt/sandstone and claystones. It was defined as delta border progradation environment 

in a Pliocene to Pleistocene age. 

 Based on well log and petrographic examination, the reservoir properties in 

these units are very poor as these units generally composed of claystone/shale. So, 

porosity is very low as well as permeability. 
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