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บทคัดยอ 
 
 

วิทยานิพนธนี้มีวัตถุประสงคเพื่อนําเสนอกระบวนทัศนการตรวจสอบปญหาติดตายและ
ปญหาติดเปนของตัวแบบบีพีเอ็มเอ็นโดยใชนิพจนกระบวนการ โดยนิพจนกระบวนการถูกนิยาม
ใหอธิบายพฤติกรรมของตัวแบบบีพีเอ็มเอ็นในรูปแบบนิพจน วิธีการที่นําเสนอนี้เริ่มตนจากการ
แปลงตัวแบบกระบวนการทางธุรกิจที่ออกแบบดวยบีพีเอ็มเอ็นใหอยูในรูปแบบอยางดี หลังจากนั้น
แปลงตัวแบบบีพีเอ็มเอ็นที่อยูในรูปแบบอยางดีไปสูนิพจนกระบวนการแจกแจง หลังจากนั้นนิยาม
ปญหาติดตายและปญหาติดเปนของตัวแบบบีพีเอ็มเอ็นที่อยูในรูปของนิพจนกระบวนการ ทายทีสุ่ด
สมบัติของนิพจนกระบวนการถูกตรวจสอบวามีปญหาหรือไม ซ่ึงปญหาติดตายและปญหาติดเปน
ในตัวแบบบีพีเอ็มเอ็นเกิดจากการดําเนินการที่ขัดแยงกันเชิงความหมายของบางเกตเวย  

การดําเนินการของวิธีท่ีนําเสนอไดถูกแสดงโดยใชกรณีศึกษาของระบบควบคุมการรับ
ช้ินงานดวยแขนกลเพือ่นําสูเครื่องอบแผงวงจรของโรงงานผลิตวงจร ระบบนี้ประกอบไปดวยท้ัง
งานแบบขนานและแบบเลือก ซ่ึงสามารถกอใหเกิดปญหาติดตาย และปญหาติดเปน 

จากการทดลองไดวา กระบวนทัศนท่ีนําเสนอสามารถตรวจจับปญหาติดเปนและปญหาติด
ตายของตัวแบบบีพีเอ็มเอ็นที่มีหนึ่งกลุมชองทาง และไมมีเหตุการณระหวางกลางอยูภายในตัวแบบ 
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Abstract 

 

 

The objectives of this thesis are to propose a detection methodology of deadlock and 

livelock problems presented in BPMN model, using the process expression. The process 

expression has been defined to describe the behavior(s) of the BPMN model in expression form. 

The proposed method first transforms the BPMN model into the well-formed BPMN diagram. 

Then, this diagram is transformed into the process expression. Finally, the characteristics of the 

procession expression are verified whether problems occur or not. The deadlock and livelock 

problems in BPMN are formed in semantically conflict operation of some gates. 

The how-to of our proposed method is illustrated through a case study of a pick-and-

place robot arm control system for circuit dryer factory. This system consists of both parallel and 

exclusive task which can caused deadlock and livelock problem. 

As the result of the experiment, the proposed method shows that the problems of the 

BPMN with a single pool and without intermediate event can be detected. 


