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บทคัดยอ 
  
 การกําจัดสารอินทรียชนิดชอบน้ําและไมชอบน้ําของสารอินทรียละลายน้ําในรูปสารอินทรีย
คารบอนละลายน้ํา (Dissolved organic carbon, DOC) และการลด Trihalomethane formation 
potential (THMFP) ของสารอินทรียชนิดชอบน้ําและไมชอบน้ํา โดยกระบวนการโคแอกกูเลชันที่
ใชสารสม ทําการศึกษาน้าํตัวอยางจากอางเก็บน้ําแมเหยีะ ในจังหวดัเชียงใหมและเขื่อนภูมิพลใน
จังหวดัตาก สารอินทรียชนดิชอบน้ําและไมชอบน้ําถูกแยกแฟรกชนัโดยใชเรซินชนิด DAX-8 ผล
การทดลองของกระบวนการโคแอกกูเลชันที่ใชสารสมที่สภาวะทีเ่หมาะสม พบวาสามารถกําจัด 
DOC จากอางเก็บน้ําแมเหยีะไดเทากับ 44 เปอรเซ็นต โดยใชปริมาณสารสมเทากับ 40 mg/L และ
ควบคุมคาพีเอชเทากับ 6.0    เมื่อใชปริมาณสารสมเทากบั 60 mg/L และควบคุมคาพีเอชเทากับ 5.5 
สามารถกําจัด DOC ของน้ําจากเขื่อนภมูิพลไดเทากับ 44 เปอรเซ็นต  จากผลการทดลองของ
กระบวนการโคแอกกูเลชันที่ใชสารสมที่สภาวะทีเ่หมาะสมพบวาสามารถกําจัดสารอินทรียชนิดไม
ชอบน้ําและ THMFP ที่เกดิจากสารอินทรียชนิดไมชอบน้ําไดมากกวาสารอินทรียชนิดชอบน้ําและ 
THMFP ที่เกิดจากสารอินทรียชนิดชอบน้าํ  และกําจัด DOC ของสารอินทรียชนิดชอบน้ําจากอาง
เก็บน้ําแมเหยีะและเขื่อนภูมพิลไดเทากับ 27 และ 44 เปอรเซ็นต ตามลําดับ และสามารถกําจัด
สารอินทรียชนิดไมชอบน้ําจากอางเก็บน้ําแมเหยีะไดเทากับ 60 เปอรเซ็นต และกําจัดสารอินทรีย
ชนิดไมชอบน้าํจากเขื่อนภูมพิลไดเทากับ 51 เปอรเซ็นต กระบวนการโคแอกกูเลชันที่สภาวะที่
เหมาะสมสามารถลด THMFP ที่เกิดจากสารอินทรียชนิดชอบน้ําจากอางเก็บน้ําแมเหียะไดเทากบั 
35 เปอรเซ็นต และสามารถลด THMFP ทีเ่กิดจากสารอินทรียชนิดชอบน้ําจากเขื่อนภูมิพลไดเทากบั 
33  เปอรเซ็นต และลด THMFP ที่เกิดจากสารอินทรียชนิดไมชอบน้ําจากอางเก็บน้ําแมเหียะและ
เขื่อนภูมิพลไดเทากับ 55 และ 40 เปอรเซ็นต ตามลําดับ จากการประยกุตใช Fluorescent excitation-
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emission matrix (FEEM) เพื่อหาคา DOC และ THMFP ของทั้งสองแหลงน้ํา พบวาความเขมแสง
ฟลูออเรสเซนที่มีคาสูงอยางชัดเจนที่ตําแหนง 330 nm/400nm (excitation wavelength/emission 
wavelength)  และพื้นทีใ่ตกราฟของ fluorescent excitation spectrum ที่ 330 nm สามารถ
ประยุกตใชในการหาคา DOC และ THMFP ไดเปนอยางดี โดยมีคา R2 มากกวา 0.9 ซ่ึงเปน
ความสัมพันธในระดบัด ี
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ABSTRACT 
 

Removal of hydrophobic and hydrophilic organic fractions of dissolved organic matter (DOM) in 
term of dissolved organic carbon (DOC) by alum coagulation as well as reductions of its 
trihalomethane formation potential (THMFP) were studied in the waters from Mae – Hia 
reservoir in Chiang Mai province and Bhumibol Dam reservoir in Tak province. Hydrophobic and 
hydrophilic organic matters were fractionated by using DAX–8 resin. From the alum coagulation 
experiments, the results showed that the optimal coagulation condition for 44% DOC removal in 
Mae–Hia reservoir water was at the alum dosage of 40 mg/L and controlled pH of 6.0 while that 
of the same value of 44 percent DOC reduction in Bhumibol Dam reservoir water was at 60 mg/L 
of alum dosage and controlled pH of 5.5. Based on the results obtained from the optimal 
coagulation condition experiments, it was found that reduction of hydrophobic organic fraction 
and its THMFP was significantly higher than that of hydrophilic organic fraction and its THMFP 
in both waters. DOC removal from hydrophilic organic fractions in Mae–Hia reservoir water and 
Bhumibol Dam reservoir water were 27 and 44 percent, respectively, whereas 60 percent of 
hydrophobic organic fraction in Mae–Hia reservoir water and 51 percent of that in Bhumibol 
Dam reservoir water were removed. As regards THMFP reduction, THMFP created from 
hydrophilic organic fractions in Mae-Hia reservoir water of 35 percent and that of in Bhumibol 
Dam reservoir water of 33 percent were reduced while the reduction of THMFP formed from 
hydrophobic organic fractions in Mae-Hia reservoir water and Bhumibol Dam reservoir water 
were 55 percent and 40 percent, respectively. Concerning the application of fluorescent 
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excitation-emission matrix (FEEM) to determine DOC and THMFP in both waters in this study, it 
can be reported that the techniques of using the fluorescent intensity of peak position at 
330nm/400nm (excitation wavelength/emission wavelength) and using the area of fluorescent 
excitation spectrum at 330 nm could be satisfactorily applied for determining DOC and THMFP 
with R2 of more than 0.9 which was classified as good correlation. 
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