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บทคัดยอ 
 

ขยะชุมชนเปนปญหาส่ิงแวดลอมท่ีสําคัญของประเทศไทย เพราะขยะเปนปญหาท่ี
ซับซอน ตองใชเทคโนโลยีท่ีเหมาะสมรวมกับการมีสวนรวมของประชาชนในแกไขปญหาขยะ 
วิทยานิพนธนี้มีวัตถุประสงค เพื่อประเมินสมรรถนะเตาเผาขยะท่ีใชกําจัดขยะในชุมชนใหเกิดเปน
ขอมูลทางวิชาการ นอกจากนั้นแลวยังเปนการศึกษาแนวทางเชิงวิศวกรรม (Wholistic Engineering) 
ในการพัฒนาการจัดการขยะชุมชน โดยการเขาไปศึกษาวิธีการจัดการขยะชุมชนจํานวน 2 แหง 
ไดแก วิสาหกิจชุมชนทาสุด ตําบลทาสุด อําเภอเมือง จังหวัดเชียงราย และเทศบาลตําบลตนเปา 
อําเภอสันกําแพง จังหวัดเชียงใหม โดยวิสาหกิจชุมชนทาสุด เลือกเทคโนโลยีเตาเผาขยะแบบไมใช
พลังงาน ท่ีมีตนทุนในการกอสรางและดําเนินการตํ่า ในการดําเนินงานสามารถเผากําจัดขยะแหง 
จะทําใหสามารถเผากําจัดไดถึง 184 กิโลกรัมตอช่ัวโมง อุณหภูมิกาซไอเสียเฉล่ีย 691 oC
ประสิทธิภาพการเผาไหมเฉล่ีย 99.95% ผลิตกําลังความรอนในรูปของกาซไอเสียได 519 kW แต
สมรรถนะจะลดนอยลงไปเมื่อมีสวนผสมของขยะเปยกเพิ่มข้ึน ปริมาณกาซออกไซดของ
ไนโตรเจน (NOx) สูงสุด 134 สวนในลานสวน (ppm) ไมพบปริมาณกาซซัลเฟอรไดออกไซด (SO2) 
และความทึบแสงไมเกิน 20% ซ่ึงตํ่ากวาคาท่ีกระทรวงวิทยาศาสตร เทคโนโลยีและส่ิงแวดลอม
กําหนดไว  ภายหลังการปรับปรุงการจัดการขยะ สามารถคัดแยกขยะเศษอาหารไดเฉล่ียวันละ 721 
กิโลกรัม ลดปริมาณขยะท่ีตองทําการเผากําจัดได 20.6%  วิสาหกิจชุมชนสามารถเพ่ิมอัตราการเผา
กําจัดขยะไดมากข้ึนเฉล่ียอยูท่ี 242 กิโลกรัมตอช่ัวโมง เพิ่มอุณหภูมิกาซไอเสียเฉล่ียเปน 829 oC 
สามารถผลิตกําลังความรอนได 597 kW การดําเนินการจัดการขยะโดยจัดต้ังเปนวิสาหกิจชุมชน 
เปนวิธีการจัดการโดยอาศัยการมีสวนรวมของประชาชนโดยมีชุมชนเปนเจาของ ลดปญหาการคัด
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แยงจากมวลชนและการประกอบการมีผลตอบแทนท่ีดี มีอัตราผลตอบแทนภายในสูง คือ 74.15 % 
ระยะเวลาคืนทุนเพียง 1 ป 4 เดือน   

โครงการรณรงคการจัดการขยะในเขตเทศบาลตนเปา เปนโครงการท่ีมีความพยายามให
เกิดการคัดแยกขยะท่ีตนทาง ซ่ึงการคัดแยกขยะเพื่อรีไซเคิลจะเปนวิธีการท่ีงายท่ีสุดและประสบ
ผลสําเร็จไดไวในการเร่ิมพัฒนาการจัดการขยะ ผลการดําเนินงานเทศบาล ต้ังแตเดือนพฤศจิกายน 
พ.ศ. 2550 จนถึง เดือนสิงหาคม พ.ศ. 2551 สามารถลดปริมาณขยะลงได 6.5 ตันตอเดือน มีมูลคา
การคาขายขยะรีไซเคิลต้ังแต 25,913 ถึง 47,323 บาทตอเดือน ผานโครงการรับซ้ือขยะรีไซเคิล คิด
ปริมาณขยะท่ีลดได 3.25% จาก ผูมาเขารวมโครงการคัดแยกขยะรีไซเคิล 3.23% จากจํานวน
ครัวเรือนท่ีอาศัยอยูในเขตเทศบาลตนเปาท้ังหมด โดยเฉล่ียผูเขารวมโครงการมีรายไดจากการคัด
แยกขยะ 162.74 บาทตอคนตอเดือน  
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Abstract 
  

Municipal solid waste is a leading environmental issue in Thailand for several decades.  

One of the reasons municipal solid waste becomes federal concern is due to its complexities.  

Over decades, the management of municipal solid waste has changed dramatically and continues 

to evolve as both knowledge and development of the management method grows.  The objective 

of this thesis has been conducted to evaluate the effectiveness of solid waste management by 

wholistic engineering approach in two municipalities i.e., Ta Sude (Chiang Rai, Thailand) and 

Ton Pao (Chiang Mai, Thailand) by utilizing an incinerator performance as an indicator.  A study 

in Ta Sude whose non-energy input incineration was employed exhibited better performance 

when appropriate practices (e.g. recycle program, separation of solid and liquid waste) were 

implemented.  The results of combustion dry waste revealed maximum incinerator capacity of 

184 kg/hr with an average flue gas temperature of 691°C.  In addition, combustion of dry waste 

yielded maximum combustion efficiency of 99.95% and generated 519 kW of hot flue gas energy.  

This incinerator performance was drastically decreased when amount of water content in solid 

waste increased.  Analytical results for emission gas revealed no contaminant above the 

regulatory limits established by Thai Ministry of Science Technology and Environment.  Nitrogen 
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Oxides (NOx) and opacity in the emission gas were detected at maximum levels of 133 ppm and 

20%, respectively, which are below the regulatory criteria.  Sulfur dioxide (SO2) was not detected 

above the laboratory detection limit. After Solid Waste Management Improved, high moisture 

solid waste separated to composing 721 kg/day that can reduce 20.6% of disposal waste. 

Incineration rate up to 242 kg/hr with an average flue gas temperature of 691°C and generated 

597 kW of hot flue gas energy. Ta Sude small and micro community enterprise is solid waste 

management that owner by community, decrease contradiction and get more income to villager. 

Internal rate of return is 74.15% and pay back in 1.4 year 

In order to increase the incinerator performance, a recycling program was implemented 

in Ton Pao.  An incentive program was utilized in Tom Pao where the vendors would pay some 

money for recycling waste, i.e., glass, metal, and plastic.  During November 2007 to August 

2008, amount of solid waste reduced for 6.5 tons per month with the amount of money trade in 

Tom Pao recycling market in the ranged from 25,913 to 47,323 baht per month. This program can 

reduce 3.25% of solid waste production from 3.23% of people who living in area of Ton Pao 

Municipality and join with the separation program. An average recycle value return as an income 

was 162.74 Baht/month/person. 

 


