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บทคัดยอ 

วิทยานิพนธนี้นําเสนอการศึกษาความสัมพันธของพารามิเตอรบางตัวที่มีผลตอคาความ
ตานทานหนาสัมผัสของสวิตชตัดตอนไฟฟาแรงสูงที่มีใชงานอยูในระบบของการไฟฟาฝายผลิต
แหงประเทศไทย (กฟผ.)  สวิตชตัดตอนไฟฟาแรงสูงเปนอุปกรณสําหรับเปลี่ยนการเชื่อมตอวงจร
หรือเพื่อแยกวงจรออกจากแหลงจายกําลัง ปจจุบันไดพบการเกิดจุดรอนที่หนาสัมผัสของสวิตชตัด
ตอนไฟฟาแรงสูงหลายครั้งจนทําใหตองปดระบบจายไฟเพื่อทําการซอมแซม จากการศึกษา
เบื้องตนพบวาหนาสัมผัสที่เกิดจุดรอนจะมีคาความตานทานหนาสัมผัสสูง ดังนั้นจึงควรศึกษาถึง
ความสัมพันธระหวางพารามิเตอรของสวิตชตัดตอนและคาความตานทานหนาสัมผัส 

ในวิทยานิพนธนี้ ไดพิจารณาพารามิเตอรเฉพาะวัสดุเคลือบผิวหนาสัมผัส พื้นที่ แรงกด 
และขนาดกระแส เทานั้น โดยทดลองสรางหนาสัมผัสตรึงของสวิตชตัดตอนที่ทําจากทองแดงเปลา 
ทองแดงเคลือบเงิน และทองแดงเคลือบนิเกิล แลววัดคาความตานทานภายใตแรงกดและพื้นที่ตางๆ 
กัน จากนั้นไดสรางหนาสัมผัสตนแบบแลววัดความตานทานหนาสัมผัสเปรียบเทียบกับหนาสัมผัส
ของสวิตชตัดตอนไฟฟาแรงสูงที่ใชงานในปจจุบัน และยังไดศึกษาถึงความสัมพันธของขนาด
กระแสตออุณหภูมิเพิ่มของสวิตชตัดตอนอีกดวย  เพื่อทดสอบสวิตชที่จัดทําขึ้นไดจัดทําชุดทดสอบ
ทางกลสําหรับทดสอบสวิตชตัดตอนไฟฟาแรงสูงพิกัด 115 กิโลโวลตขึ้นดวย 

จากการวิจัยพบวา วัสดุเคลือบผิวเปนพารามิเตอรที่มีสงผลหลักตอคาความตานทาน
หนาสัมผัส  คาความตานทานหนาสัมผัสจะลดลงหากเพิ่มพื้นที่หนาสัมผัสหรือขนาดแรงกด 
นอกจากนี้ความตานทานหนาสัมผัส และขนาดกระแสยังมีผลตอลักษณะการเพิ่มอุณหภูมิสวิตชตัด
ตอนซึ่งสงผลโดยตรงตอการเกิดจุดรอนของอุปกรณ 
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ABSTRACT 

This thesis presents the investigation of the relation of some important parameters 
affecting the contact resistance of a high voltage disconnecting switch employed in Electricity 
Generating Authority of Thailand (EGAT) system. The disconnecting switch is a mechanical 
device used to change the connection within a circuit or to isolate a circuit from its power source. 
Presently, the hotspot on the contact of disconnecting switch has been detected several times and 
it causes the systems to be shutdown for maintenance. Preliminary study indicates that the contact 
resistance of the disconnecting switch which the hotspot occurs is rather high. Thus it is important 
to study the relation between various disconnecting switch’s parameters and its contact resistance. 

In this thesis, only contact’s coating material, area, pressing force, and load current are 
considered. The resistance of disconnecting switch’s fixed contact made from three types of 
materials, i.e. clean copper, silver coated copper, and nickel coated copper, under varying 
pressing force and contact area are measured. Then, a prototype of disconnecting switch has been 
made and compared with the disconnecting switch used at present. Also, the relation between 
current magnitude and temperature rising characteristic of the disconnecting switch has been 
tested. A mechanical test set for testing of 115 kilovolts disconnecting switch has been made to 
test the disconnecting switch. 

It has been found that the material used to coat the switch contact is the primary factor of 
the contact resistance. The contact resistance also decreases with increasing contact force and 
contact area. It is also observed that different contact resistance and current magnitude give 
different characteristics of temperature rising curve which directly related to the hotspot of the 
equipment. 

 


