
 ง 

ช่ือเร่ืองวทิยานิพนธ์ การควบคุมความช้ืนของถ่านหินลิกไนตเ์พื่อลดฝุ่ น 
 จากการท าเหมือง 
 
ผู้เขียน นายทยพุร อินทรชิต 
 
ปริญญา วศิวกรรมศาสตรมหาบณัฑิต (วศิวกรรมเหมืองแร่) 
 
อาจารย์ทีป่รึกษาวทิยานิพนธ์ ผศ.ดร.อมัรินทร์ บุญตนั 
 
 

บทคดัย่อ 
 
 
 งานวจิยัน้ีมีวตัถุประสงคเ์พื่อศึกษาความสัมพนัธ์ระหวา่งปริมาณฝุ่ นของถ่านหินลิกไนต์
กบัปริมาณความช้ืนของถ่านหินลิกไนต์ โดยการเติมน ้ าเขา้ไปในเน้ือถ่านหิน และหาปริมาณน ้ าท่ี
เหมาะสมในการเติมให้กบัถ่านหินเพื่อลดฝุ่ นให้ไดป้ระสิทธิภาพสูงสุด คือค่าความทึบแสงไม่เกิน 
15% ความทึบแสง โดยศึกษาจากการด าเนินกิจกรรมท่ีหน้างานถ่านหินท่ีขุดโดยรถขุดไฟฟ้า หน้า
งานถ่านรวมกองท่ีใช้รถแทรกเตอร์รวมกองให้กบัรถตกั และหน้างานถ่านกอง 4 ประเภทในบ่อ
เหมืองท่ีท างานโดยรถตกั คือ ถ่านกองในบ่อเหมืองคุณภาพสูง ถ่านกองในบ่อเหมืองคุณภาพต ่า 
ถ่านกองในบ่อเหมืองอายกุารกองนาน และถ่านกองในบ่อเหมืองอายกุารกองสั้น ในงานวิจยัน้ีไดท้  า
การเก็บตวัอยา่งถ่านหินเพื่อน าไปหาขนาดอนุภาคของถ่านหิน และค่าความช้ืนท่ีผิวถ่าน (Surface 
Moisture) ก่อนและหลงัการทดลองเติมน ้าท่ีหนา้งานในปริมาณต่าง ๆ ให้กบัถ่านหิน และท าการวดั
ฝุ่ นท่ี 2 บริเวณ คือ บริเวณหนา้งานการท างาน และบริเวณเคร่ืองโม่ถ่านหิน 
 การศึกษาขนาดอนุภาคของถ่านหินลิกไนตพ์บวา่ ถ่านหินมีขนาดต่างกนัตามลกัษณะการ
ท างาน โดยท่ีหนา้งานรถขุดไฟฟ้ามีขนาดส่วนใหญ่มากกว่า 25 มิลลิเมตร ท่ีหนา้งานถ่านรวมกอง
โดยรถแทรกเตอร์ใหก้บัรถตกัมีขนาดส่วนใหญ่อยูใ่นช่วง 2 -24.9 มิลลิเมตร และท่ีหนา้งานถ่านกอง
ในบ่อเหมืองส่วนใหญ่มีขนาดอยูใ่นช่วง 1.9 มิลลิเมตร-212 ไมโครเมตร  
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 จากการศึกษาปริมาณฝุ่ นท่ีวดัไดจ้ากค่าเปอร์เซ็นตค์วามทึบแสงในกรณีไม่เติมน ้ า พบวา่ท่ี
หน้างานถ่านรวมกองโดยรถแทรกเตอร์มีค่าความช้ืนตามธรรมชาติท่ีผิวถ่านหินสูงสุดคือ 21.44 
เปอร์เซ็นต์ และถ่านหินท่ีท างานโดยรถตกัหน้างานถ่านกองในบ่อเหมืองอายุการกองนานมีค่า
ความช้ืนตามธรรมชาติท่ีผิวถ่านต ่าสุดคือ 9.79 เปอร์เซ็นต์ และเม่ือเพิ่มความช้ืนท่ีผิวถ่านโดยการ
เติมน ้าเพื่อใหป้ริมาณฝุ่ นท่ีวดัไดท่ี้หนา้งาน และท่ีเคร่ืองโม่มีค่าไม่เกินค่ามาตรฐานก าหนด พบวา่ค่า
ความช้ืนท่ีผวิถ่านหนา้งานรถขดุไฟฟ้าควรมีค่าเฉล่ีย 18.65 เปอร์เซ็นต ์ท่ีหนา้งานถ่านรวมกองควรมี
ค่าเฉล่ีย 25.08 เปอร์เซ็นต์ หน้างานถ่านกองในบ่อเหมืองท่ีมีคุณภาพสูงควรมีค่าเฉล่ีย 16.76 
เปอร์เซ็นต ์หนา้งานถ่านกองในบ่อเหมืองคุณภาพต ่าควรมีค่าเฉล่ีย 17.82 เปอร์เซ็นต ์หนา้งานถ่าน
กองในบ่อเหมืองอายกุารกองสั้นควรมีค่าเฉล่ีย 16.15 เปอร์เซ็นต ์และหนา้งานถ่านกองในบ่อเหมือง
อายกุารกองนานควรมีค่าเฉล่ีย 19.85 เปอร์เซ็นต ์
 ผลการศึกษาแฟคเตอร์การปล่อยฝุ่ นละออง (Emission Factor) โดยน าค่าความช้ืนจากผล
การศึกษาก่อนการเติมน ้ า และหลงัการเติมน ้ าท่ีหนา้งานพบวา่ ค่าแฟคเตอร์การปล่อยฝุ่ นละอองท่ี
หนา้งานขดุถ่านดว้ยรถขดุไฟฟ้าเท่ากบั 0.0069 หลงัเติมน ้าเท่ากบั 0.0067 หนา้งานถ่านรวมกองโดย
รถแทรกเตอร์เท่ากบั 0.0059 หลงัเติมน ้ าเท่ากบั 0.0051 หนา้งานถ่านกองในบ่อเหมืองคุณภาพสูง
เท่ากบั 0.0093 หลงัเติมน ้ าเท่ากบั 0.0074 หน้างานถ่านกองในบ่อเหมืองคุณภาพต ่าเท่ากบั 0.0109 
หลงัเติมน ้ าเท่ากบั 0.0070 หนา้งานถ่านกองในบ่อเหมืองอายุการกองสั้นเท่ากบั 0.0089 หลงัเติมน ้ า
เท่ากบั 0.0076 และหนา้งานถ่านกองในบ่อเหมืองอายกุารกองนานเท่ากบั 0.0119 หลงัเติมน ้ าเท่ากบั 
0.0063 
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ABSTRACT 
 

The objectives of this study were to investigate the relationship between the amount of 
lignite dust and the moisture of lignite from water filling and to find out the appropriate amount 
of water filled into lignite for an effective reduction of lignite dust, which should not be over 15% 
of optical density. The study was conducted with activities performed at the lignite work site by 
electric backhoes, the work site with tractors and loaders, and the four types of lignite piling work 
site with loaders. The four types of lignite include high quality lignite in mine, low quality lignite 
in mine, long-term piled lignite, and short-term piled lignite. This study collected coal samples for 
finding their particles and surface moisture value before and after water filling at the work sites. 
Dust was measured at two places: at the work sites and in the area of grinder machines.  
 The study of lignite particles revealed that sizes of the coal were different according to 
the types of works. At the work sites with electric backhoes, most coal sizes were over 25 mm. At 
the work sites with tractors and loaders, most coal sizes were between 2-24.9 mm. Most sizes of 
the coals piled in the mine were between 1.9 mm.-212 micrometer.  
 According to the study of dust amount by measuring the percentage of optical density in 
the case of no water filling, it was found that the work site with tractors had the highest level of 
natural surface moisture, that is 21.44 percent. The work site of long-term piled lignite with 
loaders had the lowest level of natural surface moisture, that is 9.79 percent. When increasing the 
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surface moisture by water filling to control the amount of dust at the work site and the grinder 
machines not to exceed the standard, it was found that the average surface moisture of coals at the 
work site with electric backhoe should be 18.65 percent. At the work site with tractors and 
loaders, the average surface moisture should be 25.08 percent. At the high quality coal piling 
work in mine, the average moisture should be 16.76 percent. At the low quality coal piling work 
in mine, the average moisture should be 17.82 percent. At the long-term piled coal work in mine, 
the average moisture should be 16.15 percent, and at the short-term piled coal work in mine, the 
average moisture should be 19.85 percent. 
 The results of emission factor study, which was conducted by investigating moisture 
induction value before and after the water filling, showed that the value of emission factor at the 
work site with electric backhoes before water filling was 0.0069 and after water filling was 
0.0067. The value at the work site with tractors before water filling was 0.0059 and after water 
filling was 0.0051. The value at high quality coal site in mine before water filling was 0.0093 and 
after water filling was 0.0074. The value at low quality coal site in mine before water filling was 
0.0109 and after water filling was 0.0070. The value at the short-term piled coal site in mine 
before water filling was 0.0089 and after water filling was 0.0076. The value at the long-term 
piled coal site in mine before water filling was 0.0119 and after water filling was 0.0063. 
 


