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บทคัดยอ

ในงานวิจัยน้ีเนนที่ระบบทําความเย็นแบบดูดซับ โดยไดทําการเพิ่มความสามารถในการ
ถายเทความรอนและมวลในการดูดซับ โดยมีถานกัมมันตชนิด CGC-11A และเมทานอลเปนคูสาร
ทํางาน ตัวดูดซับใชสารเติมแตงเพื่อชวยเพิ่มคาการนําความรอน ไดแก ผงทองแดง และผงอลูมิเนียม
ในสัดสวนรอยละเทียบกับนํ้าหนักของถานกัมมันตบริสุทธิ์เปน 2.5, 7.5, 12.5, 17.5 และ 22.5 ซึ่งจะ
สงผลตอการดูดซับใหดีขึ้น โดยทําการทดสอบคาการนําความรอนของตัวดูดซับ และคาการดูดซับ
และคายสารดูดซับของตัวดูดซับในสภาพสุญญากาศ ในกรณีใชและไมใชคลื่นอุลตราโซนิคประ
กอบ

จากการทดสอบพบวา พบวาคาการนําความรอนของตัวดูดซับจากถานกัมมันตผสมผง
โลหะทองแดงและอลูมิเนียมเพิ่มสูงขึ้นตามสัดสวนที่เติม  ตัวดุดซับที่เติมผงทองแดงและอลูมิเนียม
ในสัดสวนรอยละเทียบกับนํ้าหนักของถานกัมมันตบริสุทธิ์ 22.5 ใหคาการนําความรอนสูงสุด
เทากับ 1.90 W/m.K และ 1.22 W/m.K ตามลําดับ

การทดสอบคาการดูดซับของตัวดูดซับในระบบสุญญากาศ ที่ความดันการดูดซับและการ
คายสารดูดซับ <50 kPa กรณีใชคลื่นอุลตราโซนิค พบวาตําแหนงการใชคลื่นอุลตราโซนิคก็มี
อิทธิพลตอปริมาณการดูดซับ โดยเฉพาะตําแหนงของเคร่ืองทําระเหยที่มีการใชคลื่นอุลตราโซนิค
ซึ่งทําใหปริมารการดูดซับเพิ่มขึ้นโดยเฉลี่ย 12.64-15.51% สวนปริมาณคายสารดูดซับที่มีการใช
คลื่นอุลตราโซนิคที่ตําแหนงเคร่ืองดูดซับ ทําใหปริมาณการคายสารดูดซับเพิ่มสูงขึ้นโดยเฉลี่ย
42.59-48.15



จ

Thesis Title Adsorption-Desorption of Activated Carbon Methanol Having Metal
Powder  Assisting by Ultrasonic-Wave

Author Miss. Naruemon  Jinakad

Degree Master of Engineering (Energy Engineering)

Thesis Advisor Assistant Professor Dr. Wipawadee Wongsuwan

Abstract

This research work concentrates on heat and mass transfer enhancement in adsorption
cooling. The activated carbon (AC) with CGC-11A type and methanol were used as a working
pair. The adsorbent bed was added with the selected binder to enhance bed formation using
consolidation method, i.e., copper and aluminium powder, mixed to pure AC with weight
proportion about 2.5, 7.5, 12.5, 17.5 and 22.5%. The experiments for thermal conductivity and
methanol adsorption and desorption were carried out under vacuum pressure condition with and
without ultrasonic waves.

The experimental results showed that the adsorbent bed’s using copper and aluminium
thermal conductivity increased with the mixing proportion. The adsorbent bed with copper and
aluminium power mixed to pure AC with weight proportion about 22.5% showed the highest
thermal conductivity of 1.90 W/m.K and 1.22 W/m.K

The experiment on adsorption was done under vacuum condition, at <50 kPa adsorption
and desorption pressure, with ultrasonic wave. It was found that the position of the ultrasonic
wave affected the amount of adsorption. For positioning at the evaporator device with ultraviolet
wave, adsorped volume showed an average increase of 12.64-15.51%. The amount of desorption
with ultrasonic wave positioned at the adsorber,was found to increase on average 42.59-48.15%.


