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บทคัดย่อ 
  

งานวิจยัน้ีมีวตัถุประสงค์เพื่อก าหนดและวิเคราะห์เทคโนโลยีท่ีใช้ในการผลิตไฟฟ้าจาก
พลังงานหมุนเวียนให้มีผลตอบแทนและมีความเหมาะสมมากท่ีสุดทั้ งก่อนและหลังเข้าร่วม
โครงการกลไกการพฒันาท่ีสะอาด (Clean Development Mechanism: CDM) โดยใชก้ารวิเคราะห์
ส่วนเพิ่มของอนุสัญญาสหประชาชาติว่าดว้ยการเปล่ียนแปลงสภาพภูมิอากาศ (United Nations 
Framework Convention on Climate Change: UNFCCC) และเคร่ืองมือทางเศรษฐศาสตร์ ไดแ้ก่ 
อตัราผลตอบแทนภายใน มูลค่าปัจจุบนัสุทธิ และระยะเวลาคืนทุน ซ่ึงพบวา่เทคโนโลยีท่ีเหมาะสม
ในการด าเนินโครงการผลิตไฟฟ้าจากพลงังานน ้ า ลม และแสงอาทิตย ์คือ  เทคโนโลยีกงัหันน ้ า 
ฟรานซิส (Francis Turbine) กงัหนัลมแกนนอนสามใบพดั (Three-blade horizontal axis) และเซลล์
แสงอาทิตยแ์บบพอลิคริสตลัลีน (Polycrystalline silicon solar cell) ตามล าดบั และดชันีท่ีเหมาะสม
ในการใช้เปรียบเทียบโครงการกลไกการพฒันาท่ีสะอาดในผลิตไฟฟ้าจากพลงังานหมุนเวียนของ
ประเทศไทย ประกอบดว้ย อตัราผลตอบแทนของผูถื้อหุ้นของการไฟฟ้าฝ่ายผลิตแห่งประเทศไทย
เท่ากบั 13.21%  และอตัราผลตอบแทนจากการถือพนัธบตัรรัฐบาลรวมกบั 4.71% ของก าไรจากการ
ถือพนัธบตัรรัฐบาล อย่างไรก็ตามในการวิเคราะห์ความเหมาะสมของเทคโนโลยีตอ้งอาศยัหลาย
ปัจจยัในการพิจารณาวิเคราะห์เชิงเศรษฐศาสตร์ และตน้ทุนต่อหน่วย ซ่ึงการก าหนดกรณีฐานของ
กลไกการพฒันาท่ีสะอาด (Baseline CDM)  พบวา่มีความซบัซ้อนและไม่มีความสัมพนัธ์เชิงเส้น 
นอกจากน้ีงานวิจยัยงัได้วิเคราะห์ฐานข้อมูลการปล่อยก๊าซเรือนกระจกในการผลิตไฟฟ้าของ
ประเทศไทย ซ่ึงพบว่าโรงไฟฟ้าพลงัความร้อนร่วมท่ีใช้ก๊าซธรรมชาติเป็นเช้ือเพลิงหลกัมีปริมาณ
การปล่อยก๊าซเรือนกระจกสูงท่ีสุดและเพิ่มสูงข้ึนทุกปีโดยมีปริมาณการปล่อยก๊าซเรือนกระจก
เท่ากับ 45 MtCO2-Eq ในปี พ.ศ.2553 ซ่ึงเพิ่มข้ึนจากปี พ.ศ.2552 คิดเป็นร้อยละ 8.2%
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Abstract 

This research aimed to analyze the appropriate technology for power generation from 
renewable energy which the highest returns from both before and after participating in Clean 
Development Mechanism (CDM). By using the United Nations Framework Convention on 
Climate Change additionality guideline and economical tools; i.e., internal rate of return, net 
present value and payback period, it was found that the technologies that were appropriate for the 
hydro, wind and solar power projects were the Francis turbine, three-blade horizontal axis type 
and Polycrystalline silicon solar cell, respectively. Moreover, the appropriate 
benchmark for Clean Development Mechanisms in electricity generation from renewable 
energy in Thailand comprise the 13.21% of equity internal rate of return from Electricity 
Generating Authority of Thailand and the flexible Government Bond Rate plus 4.71% fixed Risk 
premium rate. However, there are various economical and cost effectiveness factors appropriating 
power generation construction. Hence, the determinations of the CDM baseline analysis are very 
complex and no linear correlation to each others. In addition, this research analyzed the 
greenhouse gas emissions in Thailand electricity generation. It was found that the combined cycle 
power plant using fuel from natural gas has high greenhouse gas emission and it is increasing 
annually with amount of greenhouse gas emissions equivalent to 45 MtCO2-Eq in the year 2010, 
up from year 2009 as 8.2% 

 


