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บทคดัย่อ 
 
 

        “ANFO”เป็นส่วนผสมของแอมโมเนียมไนเตรท (Ammonium nitrate, AN) กบัน ้ ามนัดีเซล 
(Diesel) จากศึกษาเบ้ืองตน้พบว่าน ้ ามนัท่ีใช้แล้วนั้นให้ค่าความร้อนท่ีใกล้เคียงกบัน ้ ามนัดีเซล 
งานวจิยัตอ้งการศึกษาการน าน ้ามนัใชแ้ลว้มาทดแทนการใชน้ ้ามนัดีเซลในการระเบิด 
        งานวิจยัน้ีปรับปรุงคุณภาพน ้ ามนัใช้แล้วให้มีความหนืดลดลงโดยการเติม กรดซัลฟิวริก 
เอธิลอะซิเตตและน ้ ามนัดีเซล พบว่าเม่ือเติมกรดซัลฟิวริกเขม้ขน้ลงไปท าให้น ้ ามนัใช้แลว้มีความ
หนืดเพิ่มข้ึน ตรงกนัขา้มกบัการเติมน ้ามนัดีเซลหรือ Ethyl acetate  ซ่ึงท าใหค้วามหนืดของน ้ ามนัใช้
แลว้ทุกชนิดมีค่าความหนืดจลน์ท่ีลดลง จากการน าน ้ามนัใชแ้ลว้ท่ีผา่นการปรับปรุง มาท าการศึกษา
สมบติัการดูดซับน ้ ามนั การกระจายตวัและการไหลอย่างอิสระ (Free Flowing Property) พบว่า
น ้ามนัเกียร์ท่ีผา่นการปรับปรุงมีการดูดซบัน ้ามนั การกระจายตวัและการไหลอยา่งอิสระเม่ือผสมกบั
แอมโมเนียมไนเตรทไดดี้กวา่น ้ามนัใชแ้ลว้ชนิดอ่ืนๆ ค่าความร้อนของแอมโมเนียมไนเตรทผสมกบั
น ้ามนัท่ีใชแ้ลว้ทุกชนิดสมบติัมีค่าใกลเ้คียงกนัแต่สูงกวา่ค่าความร้อนของแอมโมเนียมไนเตรทผสม
กบัน ้ ามนัดีเซล ผลจากสมบติัการดูดซับ การกระจายตวั การไหลอย่างอิสระและค่าความร้อน ท า
การคดัเลือกน ้ ามนัใช้แลว้ ท่ีผ่านการปรับปรุงและสัดส่วนท่ีจะน ามาผสมกบัแอมโมเนียมไนเตรท 
เพื่อทดลองวดัค่าความเร็วในการระเบิด (Velocity of Detonation: VOD) พบว่า สัดส่วนของ
แอมโมเนียมไนเตรทกับน ้ ามนัเกียร์ 100% ท่ี 94:6 และ สัดส่วนของแอมโมเนียมไนเตรทกับ
น ้ ามนัเคร่ืองผสมดีเซล (60:40) ท่ี 94:6 ให้ค่าVOD สูงกวา่ 4,000 เมตรต่อวินาที  การระเบิดท่ีหน้า



 

จ 

งานจริงพบว่า น ้ ามันท่ีเหมาะสมให้การระเบิดได้ดีในระดับหน่ึง คือน ้ ามันเกียร์ 100 % และ
น ้ามนัเคร่ือง100 % ในอตัราส่วน 95:5 และ 92:8 
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ABSTRACT 
   
        “ANFO” is a combination of Ammonium nitrate (AN) and diesel. According to a preliminary   
study, used oil created heating value equivalent to that of diesel. This research, thus, aims to study 
into replacement of diesel with used oil in explosion.  
        The research conducted an improvement of used oil quality so as to lower viscosity by 
adding Sulfuric acid, Ethyl acetate, and diesel, respectively. Unlike diesel and Ethyl acetate, each 
of which lowered the kinetic viscosity of all used oil types, concentrated Sulfuric acid, when 
added to used oil, increased viscosity. The study of improved used oil on its property of oil 
absorption, distribution and free flowing found that improved gear oil, when mixed with AN, has 
such the properties better than other types of used oil, and that the heating values of AN, when 
mixed with all types of used oil, are not significantly different, but higher than that of AN when 
mixed with diesel. From the properties and the heating values obtained, a selection of used oil 
with properties and ratios suitable for mixing with AN was, then, carried out in order to test 
Velocity of Detonation (VOD). The test results showed that the ratio of AN to 100% gear oil at 
94:6 and the ratio of AN to engine oil mixed with diesel (60:40) at 94:6 produced VOD higher 
than 4,000 meters per second. The test explosion site  results showed that the ratio of AN to 100% 
gear oil and engine oil at 95:5 and 92:8 produced well explosion in the appropriate level.  


