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ABSTRACT 

 

 

    The adsorption of dyes on the modified siliceous material was study. The 

modified siliceous materials were prepared via the silylation reaction using two 

silylating agents, 3-aminopropyltrimethoxysilane and (3-(2-aminoethyl) aminopropyl) 

trimethoxysilane.  From the zeta potential measurement, it was found that surface of 

the modified silica gels showed their positively charge at pH below 7.7 and 5.3 

respectively. Then the chain ending of modified silica gels were changed from 

primary amine to quaternary ammonium ions to improve the stability of the materials. 

These immobilized quaternary ammonium ion attachment still showed their positively 

charged surface in pH range of 3-9. 

When the modified silica gels were brought to study their adsorption behavior 

by using three types of dye with different functional characteristics namely, Acid Blue 

Dye (AB25), Congo red and Indigo Carmine, it was found that proper times allowed 

to reach equilibrium for AB25 and Indigo Carmine was 60 minutes and Congo red 

was 75 minutes.  The study of adsorption isotherm of each dye at 30 0C in different 

initial concentrations showed that the adsorption of each dye on the modified silica 

gels was a monolayer type.  The capacity of dye adsorption on the silica gels modified 

with 3-aminopropyltrimethoxysilane with converted chain ending (silica 2A) are 295, 

188 and 176 µmol/g for AB25, Congo red and Indigo Carmine, respectively.  
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Whereas, the capacity of these dyes adsorption on the silica gels modified with (3-(2-

aminoethyl) aminopropyl)trimethoxysilane (silica 2B) are 363, 204 and 229 µmol/g.  

All types of dyes can be adsorbed on the silica 2A in a less amount than silica 2B due 

to the difference on the number of functional groups.  The structure of dyes was found 

to have influence with the adsorption.  AB25 is the smallest one, it can be adsorbed on 

the both types of the modified silica gels more than Indigo Carmine and Congo red.  

The influence of temperature on the adsorption of dyes on silica gel at three different 

temperatures (30-50 °C) showed large effect on the adsorption of Congo red and 

AB25 but slight effect for indigo Carmine onto both silica 2A and 2B.  The dye-

adsorption behavior of the modified silica tended to be the physical-endothermic.  

The stability study of the adsorbed dye on the modified silica gels in various 

media was done.  The stability of the adsorbed dyes depended on the type of solvent 

and the chemical structure of each dye.  This study found that acid condition is the 

most stable condition for adsorbed dye but in basic solution is the opposite.  AB25 

can be dissolved to methanol more than ethanol, water and dioxane, respectively.  

Congo red can be leached to methanol more than water, ethanol and dioxane, 

respectively.  For Indigo Carmine, it can be leached more in water than in methanol, 

ethanol and dioxane, respectively.   

The study of dye removal in real dyeing wastewater sample was conducted 

both in batch and column operations and the removal was accomplished.  However, in 

batch operation, it was found that the TOC value was increased after treatment.  In 

column operation 270 and 320 mL of colorless water were produced when packing 

the column with the modified silica 2A and 2B, respectively.   
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บทคัดยอ 
 

 

ไดทําการศึกษาการดูดซับสียอมดวยวัสดุซิลิกาดัดแปรที่เตรียมจากปฏิกริิยาไซลิเลชันโดย
ใชไซลิเลติงเอเจนต 2 ชนิด ไดแก    3-อะมิโนโพรพิลไตรเมทอกซีไซเลน และ (3-(2 –อะมิโนเอทลิ)
อะมิโนโพรพลิ)ไตรเมทอกซีไซเลน จากการวัดคาศกัยซีตาเพื่อดูประจุที่ผิวของซิลิกาพบวา ซิลิกา
ดัดแปรดังกลาวมีประจุที่ผิวเปนบวกทีพ่ีเอชต่ํากวา 7.7 และ 5.3 ตามลําดับ จากนั้นไดทําการเปลี่ยน
หมูฟงกชันที่ผิวซิลิกาดัดแปรจากไพรมารีเอมีนเปนควอเทอนารีแอมโมเนียมไอออนเพื่อใหมีความ
เสถียรมากยิ่งขึ้น พบวาซิลิกาดัดแปรที่ไดมีความเปนบวกในชวงพีเอช 3-9.  

เมื่อไดนําซิลิกาดัดแปรที่ไดมาศึกษาพฤตกิรรมการดูดซบัสี 3 ชนิดที่มีหมูฟงกชันตางกัน 
ไดแก สีเอซิดบลู (AB25), คองโกเรด และ อินดิโกคารมีน พบวาตองใชเวลาในการดูดซับ 60 นาที 
สําหรับ AB25 และอินดิโกคารมีน และ 70 นาทีสําหรับคองโกเรด จึงจะถึงสมดุล การศึกษาไอโซ
เทอมของการดูดซับของสีแตละชนิดที ่ 30 องศาเซลเซียส โดยใชความเขมขนเริ่มตนตางกัน พบวา
การดูดซับของแตละสีบนผิวซิลิกาดัดแปรเปนแบบชั้นเดยีว และความจุของการดูดซบัของสี AB25, 
คองโกเรด และ อินดิโกคารมีนบนผิวของซิลิกาดัดแปรดวย 3-อะมิโนโพรพิลไตรเมทอกซีไซเลนที่
เปลี่ยนสภาพปลายสายโซ (ซิลิกา 2A) มีคาเทากับ 298, 188 และ 176 ไมโครโมลตอกรัมซิลิกา
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ตามลําดับ    ขณะที่ความจุของการดูดซบัสีดังกลาวบนผิวของซิลิกาที่ดัดแปรดวย (3-(2–อะมิโน
เอทิล)อะมิโนโพรพิลไตรเมทอกซีไซเลนที่เปลี่ยนสภาพปลายสายโซ (ซิลิกา 2B)  มีคา 363, 204 

และ 229 ไมโครโมลตอกรัมซิลิกา  ซิลิกา 2A จะดูดซบัสีทุกชนิดไดนอยกวาซิลิกา 2B เนื่องจาก
จํานวนหมูฟงกชันที่ตางกนั โครงสรางโมเลกุลของสีมีผลตอการดูดซับ  พบวา AB25 ซ่ึงมีขนาด
เล็กที่สุดสามารถดูดซับบนซิลิกาดัดแปรทั้งสองชนิดไดดกีวาอินดิโกคารมีน และคองโกเรด ผลของ
อุณหภูมิที่มีตอการดูดซับที ่ 30-50 องศาเซลเซียส แสดงใหเห็นวาอุณหภูมิมีผลตอการดูดซับของ
คองโกเรด และ AB25 แตมีผลนอยตอการดูดซับของอินดิโกคารมนีทั้งบนซิลิกา 2A และ 2B 
พฤติกรรมการดูดซับสีของซิลิกาดัดแปรมแีนวโนมวาเปนการดูดซับทางกายภาพ และเปนปฏิกิริยา
ดูดความรอน   

จากการศึกษาความเสถียรของสีที่ดูดซับอยูบนผิวซิลิกาดัดแปรเมื่ออยูในตัวทาํละลายชนิด
ตางๆ พบวาความเสถียรของสีที่ดูดติดขึ้นอยูกับชนดิของตัวทําละลาย และโครงสรางทางเคมีของสี
แตละตวั โดยสีทุกตัวจะเสถียรที่สุดเมื่ออยูในสารละลายกรด และเสถียรนอยที่สุดในสารละลายเบส  
AB25 สามารถละลายออกมาในเมทานอล ไดมากกวาในเอทานอล, น้ํา และ ไดออกเซน ขณะที่
คองโกเรดจะละลายออกมาในเมทานอล ไดดีกวาในน้ํา, เอทานอล และไดออกเซน สําหรับอินดิโก
คารมีนจะถูกชะดวยน้ําไดดกีวาเมทานอล, เอทานอล และไดออกเซน  

เมื่อทําการศึกษาการกําจดัสใีนน้ําตวัอยางจากโรงงานยอมผาทั้งระบบแบทชและระบบ
คอลัมนพบวาสามารถกําจัดสีได แตอยางไรก็ตามเมื่อนําน้ําตัวอยางที่ผานการกาํจัดสีในระบบ
แบทชไปวเิคราะหคาคารบอนอินทรียรวมพบวามีคาเพิ่มขึ้นจากเดิม ในการบําบัดโดยใชคอลัมน ที่
บรรจุดวยซิลิกา 2A และ 2B สามารถกําจัดสีในน้ําตวัอยางได 270 และ 320 มิลลิลิตรตามลําดับ 
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