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บทคัดยอ 
งานวิจยันี้มจีุดประสงคเพื่อสังเคราะหเสนใยนาโนจากแทงแกรไฟตผสมไทเทเนยีมได

ออกไซดและอะลูมินา โดยใชเทคนิคการใหความรอนดวยกระแสไฟฟา ภายใตบรรยากาศของ
อารกอนไหลดวยอัตรา 2 ลิตรตอนาที กําหนดแทงสารตั้งตนตามอัตราสวนโดยน้ําหนักของ
ไทเทเนยีมไดออกไซดออกเปน 5 กลุม คือ 10, 20, 30, 40 และ50 รอยละโดยน้ําหนัก ซ่ึงแตละกลุม
จะมี 3 กลุมยอยที่มีอัตราสวนโดยน้ําหนกัของอะลูมิเนียมออกไซดตางกันเปน 1, 3 และ 5 รอยละ
โดยน้ําหนัก ผลการทดลองพบวาที่อัตราสวนไทเทเนียมไดออกไซด 30% ผสมกับแกรไฟต 67 %
และอะลูมินา 3% โดยน้าํหนัก ผลที่ไดจากการวิเคราะหดวยเทคนคิการเลี้ยวเบนรังสีเอ็กซ จุล
ทรรศนศาสตรอิเล็กตรอนแบบสองกราด จุลทรรศนศาสตรอิเล็กตรอนแบบสองผาน และวิเคราะห
ธาตุดวยการกระจายพลังงานของรังสีเอ็กซพบวา เสนใยนาโนที่เกดิขึ้นเปนเสนใยที่ประกอบดวย
สารประกอบอะลูมิเนียมออกไซดคารไบด (Al2OC) อะลูมิเนียมออกไซด (Al2O3) อะลูมิเนียมเท
ทรอกซีคารไบด (Al4O4C) และอะลูมิเนยีมคารไบด (Al4C3) โดยเสนใยนาโนมีขนาดผานศูนยกลาง 
56-100 นาโนเมตร และความยาวมากกวา 3 ไมโครเมตร อยางไรก็ตาม เสนใยนาโนที่ไดจะไมพบ
เสนใยของไทเทเนียมคารไบด ทั้งนี้เชื่อวาสารตั้งตนที่ใชไมสามารถพาไอของไทเทเนียมออกมาทีผิ่ว
แทงที่ชวงอณุหภูมิของการสังเคราะหตั้งแต 1450-1600 องศาเซลเซียส 
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Abstract 
The objective of this research is to synthesis nanofibers from mixed titanium dioxide - 

graphite and alumina rod by a current heating technique in an argon atmosphere at the flow rate of 
2 l/min. The raw materials were separated into 5 groups following the weight ratio of titanium 
dioxide which were 10, 20, 30, 40 and 50 % by weight. In each group, there were 3 subgroups 
with the different of aluminium oxide weight ratio which were 1, 3 and 5 % by weight. The 
experimental result observed by x-ray diffraction, scanning electron microscope, transmission 
electron microscope and energy dispersive analysis of x-ray showed that at the nanofibers 
received from the mixture of 30wt% TiO2, 67 wt% graphite and 3 wt%Al2O3 consisted of Al2OC, 
Al2O3, Al4O4C and Al4C3 with the diameter of 56-100 nm and the length of more than 3 µm. 
However, the as-synthesized nanofibers were not found the titanium carbide phase, it is believed 
that the raw materials might not be able to transport titanium vapour to the rod surface at the 
synthesis temperature of 1460-1600 ºC. 
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