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บทคัดยอ 

 งานวิจัยนี้มีจุดมุงหมายเพื่อศึกษาการเตรียมนาโนซิลิกาจากเถาแกลบขาวและนําผงนาโน  
ซิลิกามาปรับปรุงสมบัติเชิงกลดานกําลังอัดของซีเมนตเพสต โดยทําการเผาที่อุณหภูมิ 700 องศา
เซลเซียส เปนเวลา 3 และ 6 ช่ัวโมงตามลําดับ หลังจากนั้นพบวาที่อุณหภูมิ 700 องศาเซลเซียส ที่
เวลา 6 ช่ัวโมง พบปริมาณซิลิกาเทากับ 98.14 เปอรเซ็นต เถาแกลบขาวที่เตรียมไดจะถูกสกัดดวย
สารละลายโซเดียมไฮดรอกไซดที่ความเขมขน 2.0 2.5 และ 3.0 นอรมอลตามลําดับ พบวาที่ความ
เขมขนสารละลายโซเดียมไฮดรอกไซด 2.5 นอรมอล ใหปริมาณรอยละผลพลอยไดของการสกัด   
ซิลิกาเทากับ 90.3 เปอรเซ็นต และทําการตรวจสอบจากขอมูลอินฟราเรดสเปกตรัมพบพันธะใน
กลุมซิลานอลและกลุมไซโลเซน จากนั้นนําซิลิกาจากเถาแกลบขาวมาทําการเตรียมเปนอนุภาค
ระดับนาโนเมตรดวยกระบวนการตกตะกอน โดยศึกษาปจจัยที่มีผลตอขนาดตะกอนคือ ความ
เขมขนของสารละลายโซเดียมไฮดรอกไซดที่ 2.0 2.5 และ 3.0 นอรมอลตามลําดับ หลังจากนั้น   
ซิลิกาจะถูกรีฟลักซดวยสารละลายโซเดียมไฮดรอกไซดความเขมขน 2.0 นอรมอล เปนเวลา 8 10 

และ 12 ช่ัวโมง ผลการทดลองจาก TEM พบวาที่ความเขมขนสารละลายโซเดียมไฮดรอกไซด 2.5 
นอรมอล เวลา 10 ช่ัวโมง  อนุภาคมีลักษณะเกาะกลุมและมีขนาดอนุภาคอยูในชวง 5-10            
นาโนเมตร พื้นที่ผิวจําเพาะเทากับ 656 ตารางเมตรตอกรัม จากการวิเคราะหโครงสรางผลึกของ  
นาโนซิลิกาที่สังเคราะหไดดวยเทคนิค XRD พบวาเปนอสัณฐาน โดยพบกลุมไซโลเซนและ        
ซิลานอลซึ่งบงชี้โครงสรางหลักของซิลิกาจากอินฟราเรดสเปกตรัม    นํานาโนซิลิกาที่ไดมา
ทดแทนปอรตแลนดซีเมนตบางสวนในอัตราสวน 0 2 4 6 และ 10 เปอรเซ็นตโดยน้ําหนัก โดยใช
อัตราสวนน้ําเปนตัวเชื่อมประสาน 0.50 ไดทําการศึกษาอิทธิพลของนาโนซิลิกาตอกําลังอัดของ
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ซีเมนตเพสต และศึกษาคุณสมบัติของซีเมนตเพสตที่ผสมนาโนซิลิกาดวยเทคนิค XRD และ SEM 
ผลการทดลองพบวากําลังอัดของซีเมนตเพสตเพิ่มขึ้นโดยเฉพาะในชวงระยะเวลาตอนตน และ
เพิ่มขึ้นเมื่อใชปริมาณนาโนซิลิกาเพิ่มขึ้น จากผลของ XRD แสดงใหเห็นปริมาณแคลเซียมไฮดรอก
ไซดลดลงและสงผลทําใหการเกิดปฏิกิริยาปอซโซลานดีขึ้น  
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ABSTRACT 

 

The objectives of this study were to prepared nanosilica from rice husk ash 

and to improve compressive strength in cement paste. The preparation of rice husk 

ash by burning at 700 °C for 3 and 6 h, respectively. Silica content which was 

obtained after heat treatment at 700 °C for 6 h was 98.14%. Rice husk ash (RHA) was 

purified by alkaline extraction method with 2.0, 2.5 and 3.0 N sodium hydroxide, 

respectively. Percent yield of silica extracted by 2.5 N. NaOH, was 90.3% and the 

infrared spectral data showed the presence of hydrogen bonded silinol group and the 

siloxane groups in silica. Subsequently, the purified silica from RHA was used to 

production of nanosilica by precipitation method. The precipitation was done by 

refluxing silica from RHA in boiling 2.0, 2.5 and 3.0 N NaOH, respectively. After 

then silica was then dissolved in 2.0 N NaOH by continuous stirring for 8, 10 and 12 

hrs. TEM results showed that 2.5 N NaOH for 10 h provided agglomerate particles 

with dimension of 5-10 nm. The specific surface area was found to be 656 m2/g. From     

X-ray diffractograms and diffraction pattern showed that the obtained products were 

amorphous nanosilica. Nanosilica was then mixed with Portland cement at 0, 2, 4, 6 

and 10 % by weight replacement using a water binder ratio of 0.50. The compressive 
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strength and microstructure of cement paste were investigated by XRD and SEM.      

From the experiment, It was found that the compressive strength was clearly 

improved at early ages when nanosilica was introduced in the cement paste and 

increased compressive strength when increased contents of nanosilica. From XRD 

results showed that calcium hydroxide Ca(OH)2 were decreased and promoted high 

activity of pozzolanic reaction. 

 

 

 

 

  
 


