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ABSTRACT 

This study has been carried out to investigate the relationships existing among 

conditions of fabricating processes, structural characteristics and electrical properties 

of the PZN-PZT based-compositions. Processing-structure-property relationships are 

brought out and discussed in terms of physical and electrical properties. This research 

have mainly two sections.   

First aim of this work was to synthesize pyrochlore-free lead zinc niobate – 

lead zirconate titanate ceramics by a conventional mixed oxide route via the rapid 

vibro-milling method and to investigate the dielectric, piezoelectric, and ferroelectric 

properties of the ceramics to identify MPB composition in this ceramic system.   The 

results clearly show that 0.2Pb(Zn1/3Nb2/3)O3-0.8Pb(Zr1/2Ti1/2)O3 is the morphotropic 
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phase boundary composition of the PZN-PZT system, which indicates the 

significance of PZN in controlling the electrical responses of the PZN–PZT system.  

Subsequently, the influence of Zr/Ti ratio on structural characteristic and electrical 

properties of 0.2Pb(Zn1/3Nb2/3)O3-0.8Pb(ZrxTi1-x)O3 ceramics was investigated. It was 

shown that the optimal dielectric, piezoelectric, and ferroelectric properties of PZN-

based ceramics occurred when Zr/Ti = 50/50.  

Secondly, effects of Fe2O3 and MnO2 addition on structure, and electrical 

properties of 0.2Pb(Zn1/3Nb2/3)O3-0.8Pb(Zr1/2Ti1/2)O3 ceramics were investigated. 

This was especially important from the viewpoint of the development of practical 

piezoelectric materials. The dielectric, piezoelectric, and ferroelectric results clearly 

showed the significance of MnO2 and Fe2O3 addition on the electrical properties of 

the PZN–PZT system. The observed ‘‘hard’’ characteristics caused by addition of Mn 

and Fe ions were a result of the creation of oxygen vacancies, which pin the 

movement of the ferroelectric domain walls. 
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บทคัดยอ 

งานวิจยันี้ได ทําการศึกษาความสัมพันธระหวางเง่ือนไขท่ีใชในกระบวนการเตรียม ลักษณะ 

เฉพาะทางโครงสราง และสมบัติทางไฟฟาของพีแซดเอ็น-พีแซดที (PZN-PZT) โดยการนําเสนอ

และวเิคราะหความสัมพันธระหวาง กระบวนการเตรียม - โครงสราง - สมบัติ ออกมาในพจนของ

สมบัติทางกายภาพและสมบัติทางไฟฟา   จากการศึกษา 2 กรณีหลัก 

ในกรณีแรกไดทําการเตรียมเซรามิกเลดซิงคไนโอเบต–เลดเซอรโคเนตไทเทเนตดวยเทคนิค 

มิกสออกไซดผานการบดยอยละเอียดและทําการศึกษา สมบัติไดอิเล็กทริก พิโซอิเล็กทริก และ                
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เฟรโรอิเล็กทริก เพื่อระบุแนวรอยตอของเฟส (MPB) จากผลการทดลอง พบวา 0.2PZN-0.8PZT 

เปนแนวรอยตอของเฟสของระบบพีแซดเอ็น-พีแซดที (PZN-PZT) โดยท่ีพีแซดเอ็น มีผลตอสมบัติ 

ทางไฟฟาของระบบดังกลาว หลังจากนั้นทําการศึกษาผลของอัตราสวนของเซอรโคเนตตอไทเทเนต

ท่ีมีผลตอสมบัติทางกายภาพและสมบัติทางไฟฟาพบวาคาสูงสุดของสมบัติไดอิเล็กทริก พิโซอิเล็ก- 

ทริกและเฟรโรอิเล็กทริกของเซรามิกพีแซดเอ็น-พีแซดทีอยูท่ีอัตราสวนของเซอรโคเนตตอไทเทเนต

เทากับ 50/50 

 ในกรณีท่ีสอง ไดทําการศึกษาผลของการเติม เหล็ก (III) ออกไซดและแมงกานสี (IV) 

ออกไซด ท่ีมีผลตอโครงสรางและสมบัติทางไฟฟาของเซรามิก 0.2PZN-0.8PZT ซ่ึงเปนมุมมองใน

การพัฒนาวัสดุพิโซอิเล็กทริก จากผลการทดลองพบวาสมบัติไดอิเล็กทริก พิโซอิเล็กทริก และ            

เฟรโรอิเล็กทริก แสดงวาการเติมเหล็ก (III) ออกไซดและ แมงกานีส (IV) ออกไซดมีผลตอสมบัติ

ทางไฟฟาของระบบ โดยแสดงสมบัติแบบแข็ง (hard) เนื่องจากไอออนของแมงกานสีและเหล็ก ทํา

ใหเกิดการบกพรองของตําแหนงออกซิเจน ซ่ึงเปนผลทําใหเกิดการยดึการเคล่ือนไหวของผนังโดเมน

เฟรโรอิเล็กทริก 

 
 
 


