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บทคัดยอ 
 
 การผลิตแกสไฮโดรเจนจากยูคาลิปตัสโดยแกสิฟเคชันดวยไอน้ําแบบมีตัวเรงปฏิกิริยา     
ทําการทดลองโดยใชเครื่องปฏิกรณแบบเบดนิ่ง 2 ขั้นตอน ภายใตบรรยากาศของไนโตรเจน โดยมี
ขนาดอนุภาคของยูคาลิปตัสเทากับ 0.25-0.45 มิลลิเมตร สภาวะท่ีใชในการทดลองคือ อุณหภูมิชวง 
500-650 องศาเซลเซียส อัตราการปอนไอน้ํา 16, 30 และ 45 กิโลปาสคาล อัตราสวนโดยมวลของ    
ยูคาลิปตัสตอตัวเรงปฏิกิริยาท่ี 1:1, 1:3 และ 1:5 โดยใชรอยละ 26.97 โดยน้ําหนักของนิกเกิลบน  
ถานหินลิกไนตเปนตัวเรงปฏิกิริยา ซ่ึงปริมาณ และองคประกอบของแกสผลิตภัณฑนั้น ขึ้นอยูกับ
สภาวะการทดลอง โดยเฉพาะอยางยิ่งปฏิกิริยาท่ีเกี่ยวกับอุณหภูมิ และไอน้ํา ดังจะเห็นไดวาเม่ือเพ่ิม
อุณหภูมิขึ้นจาก 500 เปน 650 องศาเซลเซียส มีผลทําใหไฮโดรเจนเพ่ิมขึ้นจากรอยละ 26.94 เปน 
46.68 โดยโมล ขณะท่ีคารบอนมอนอกไซดลดลงจากรอยละ 70.21 เปน 37.71 โดยโมล และมี
อัตราสวนของไฮโดรเจนตอคารบอนมอนอกไซดสูงสุดเทากับ 1.24 ท่ีอุณหภูมิ 650 องศาเซลเซียส 
และอัตราการปอนไอน้ํา 30 กิโลปาสคาล จากผลการศึกษาอัตราสวนโดยมวลของยูคาลิปตัสตอ
ตัวเรงปฏิกิริยาท่ีอุณหภูมิ 650 องศาเซลเซียส พบวาอัตราสวนโดยมวลของยูคาลิปตัสตอตัวเรง
ปฏิกิริยาท่ี 1:5 ใหอัตราสวนไฮโดรเจนตอคารบอนมอนอกไซดสูงสุดเทากับ 1.96 
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ABSTRACT 
  
 Hydrogen production from eucalyptus by steam catalytic gasification was carried out in  
a two-stage fixed bed under nitrogen atmosphere with the eucalyptus particle size of 0.25-0.45 
mm. The gasifier was operated under a temperature range of 500-650˚C, steam partial pressures 
of 16, 30 and 45 kPa and biomass/catalyst mass ratios of 1:1, 1:3 and 1:5. The nickel-loaded 
lignite, 26.97 wt %, was used as a catalyst. The yields and compositions of gasification products 
were depended on operating conditions especially the reactions involved temperature and steam. 
It can be seen that the yield of H2 was increased at elevated temperatures from 26.94 to 46.68 
mol% while CO was decreased from 70.21 to 37.71 mol%. The highest H2/CO ratio, 1.24, was 
obtained at the temperature of 650 ºC, and a steam partial pressure of 30 kPa. The investigation of 
biomass/catalyst mass ratio of 1:5 at 650˚C with steam partial pressure at 30 kPa reached the 
maximum of H2/CO ratio at 1.96. 


