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บทคัดย่อ 

 
งานวิจยัน้ีได้ศึกษาการเตรียมเมมเบรนพรุนพอลิไวนิลแอลกอฮอล์และเมมเบรนพรุน   

พอลิไวนิลแอลกอฮอล์คอมโพสิตดว้ยเทคนิคการละลายบางส่วน โดยเตรียมฟิล์มพอลิเมอร์ผสม
ระหว่างพอลิไวนิลแอลกอฮอล์และพอลิไวนิลคลอไรด์ดว้ยวิธีหล่อ จากนั้นท าการเช่ือมขวางดว้ย
สารละลายกลูตารอลดีไฮด์ความเขม้ขน้ 5 เปอร์เซ็นตโ์ดยน ้ าหนกั และท าให้เกิดโครงสร้างรูพรุน
โดยการชะพอลิไวนิลคลอไรด์ดว้ยตวัท าละลายเตตระไฮโดรฟูราน จากนั้นท าการศึกษาสมบติัทาง
กายภาพ สมบติัทางเคมี สมบติัทางความร้อน สมบติัเชิงกล และค่าการน าอิออนของเมมเบรนพรุน 
โดยศึกษาอิทธิพลของปริมาณพอลิไวนิลคลอไรด์ ในช่วงความเขม้ขน้ 0-20 เปอร์เซ็นตโ์ดยน ้ าหนกั 
นอกจากน้ียงัไดท้  าการเตรียมเมมเบรนพรุนพอลิไวนิลแอลกอฮอล์คอมโพสิตโดยเติมอนุภาคนาโน
ของสารตวัเติมอนินทรีย ์3 ชนิดไดแ้ก่ ซิลิกอนไดออกไซด์ ไทเทเนียมไดออกไซด์ และอะลูมิเนียม
ออกไซด์ และศึกษาอิทธิพลของความเข้มข้นสารตวัเติมอนินทรียใ์นช่วง 0-20 เปอร์เซ็นต์โดย
น ้าหนกัท่ีมีต่อสมบติัต่างๆ ของเมมเบรนพรุนพอลิไวนิลแอลกอฮอลค์อมโพสิต จากการศึกษาพบวา่  
เมมเบรนพรุนพอลิไวนิลแอลกอฮอล์ท่ีเติมพอลิไวนิลคลอไรด์ 10 เปอร์เซ็นตโ์ดยน ้ าหนกัมีค่าการ
น าอิออนสูงท่ีสุด และย ังพบว่าการเติมสารตัวเติมอนินทรีย์ท  าให้เมมเบรนพรุนพอลิไวนิล
แอลกอฮอลค์อมโพสิตมีสมบติัเชิงกลและค่าการน าอิออนท่ีสูงข้ึน 
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ABSTRACT 

 
 In this research, porous polyvinyl alcohol (PVA) and polyvinyl alcohol composite 
membranes were prepared by partial dissolution technique. The polyvinyl 
alcohol/polyvinylchloride (PVA/PVC) blend film was casted and crosslinked with 5% wt. 
glutaraldehyde solution. The porous structure was performed by leach PVC with tetrahydrofuran 
solvent. Then the physical properties, chemical properties, thermal properties, mechanical 
properties and ion conductivity of the porous PVA membrane were examined. The effects of PVC 
content, 0-20% wt., was studied. Moreover, the porous PVA composite membrane was fabricated 
by adding nanoparticle of inorganic fillers; silicon dioxide, titanium dioxide and aluminium 
oxide. The effects of inorganic fillers content, 0-20% wt., to properties of the porous PVA 
composite membrane were investigated. The results showed that the porous PVA membrane with 
10% wt. PVC (PVA/10%PVC) had highest ion conductivity. Furthermore, the addition of 
inorganic fillers resulted in the increase of mechanical properties and ion conductivity of the 
porous PVA composite membrane.   
 


