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บทคดัย่อ 
 
การศึกษาคร้ังน้ีเป็นการประเมินการปนเป้ือนน ้ าใตดิ้นบริเวณพื้นท่ีฝังกลบขยะแม่เหียะ ซ่ึง

ไดมี้การใชง้านมาในช่วงปี พ.ศ. 2498-2532โดยการวิเคราะห์คุณภาพน ้ าใตดิ้นระดบัต้ืน และการใช้
แบบจ าลองทางคณิตศาสตร์ เพื่อศึกษาสภาพอุทกธรณีวิทยา และขอบเขตการปนเป้ือนของน ้ าชะ
ขยะในชั้นหินอุม้น ้าระดบัต้ืนระหวา่ง พ.ศ. 2532-2562 ดว้ยโปรแกรม MODFLOW และ MT3DMS 
โดยไดท้  าการเก็บตวัอย่างน ้ าใตดิ้นรอบแหล่งฝังกลบขยะแม่เหียะทั้งหมด 21 บ่อ รวม 3 คร้ังใน
เดือนพฤษภาคม กนัยายน และธนัวาคม พ.ศ. 2552 พบวา่ระดบัน ้ าใตดิ้นอยู่ลึกจากผิวดินประมาณ 
0.5 ถึง 3.5 เมตร  

ผลการวิเคราะห์คุณภาพน ้ า พบวา่ในแต่ละฤดูมีการปนเป้ือนของมวลสารแตกต่างกนั โดย
ฤดูฝนมีชนิดสารท่ีมีการปนเป้ือนสูงกวา่เกณฑม์าตรฐานน ้าบาดาลเพื่อการบริโภคมากชนิดท่ีสุด ถดั
มาคือฤดูหนาว และฤดูแลง้ แต่เม่ือเปรียบเทียบดา้นความเขม้ขน้ของสารปนเป้ือน พบวา่ฤดูแลง้มี
ความเขม้ขน้มากท่ีสุด รองลงมาคือฤดูหนาว และฤดูฝน ตามล าดบั เม่ือน าค่าดชันีคุณภาพน ้ ามา
เปรียบเทียบกบัค่าท่ีท าการวิเคราะห์ในอดีตตั้งแต่ พ.ศ. 2531, 2532-2533, 2539-2540, 2547-2548 
กบั พ.ศ. 2552 พบวา่ปริมาณการปนเป้ือนของมลสารในปัจจุบนัมีค่าลดนอ้ยลง และน ้ ามีคุณภาพท่ีดี
ข้ึนกว่าในอดีต ลกัษณะรูปแบบทางเฟชีส์อุทกเคมีของน ้ าใตดิ้นบริเวณน้ีส่วนใหญ่จดัอยู่ในกลุ่ม
แคลเซียม-ไบคาร์บอเนต 

ผลการจ าลองการไหลของน ้ าใตดิ้น พบวา่เส้นทางการไหลของน ้ าใตดิ้นมีทิศทางการไหล
จากทิศตะวนัตกไปสู่ทิศตะวนัออกเป็นส่วนใหญ่ และจากการใชแ้บบจ าลองคาดการณ์การเคล่ือนท่ี 
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และการแพร่กระจายของมวลสารในน ้ าใตดิ้นเป็นเวลา 30 ปี โดยใช้คลอไรด์เป็นพารามิเตอร์บ่ง
บอกการปนเป้ือนของมวลสารในน ้ าใตดิ้น พบว่าการปนเป้ือนของน ้ าชะขยะยงัคงเกิดข้ึนอย่าง
ต่อเน่ือง ถึงแมว้า่ปริมาณคลอไรด์ในแหล่งก าเนิดจะค่อยๆ ลดลงแลว้ก็ตาม ทั้งน้ี อาจเน่ืองมาจากมี
การเติมน ้ าตามธรรมชาติจากแหล่งน ้ าผิวดิน เช่น ล าธาร ห้วย และปริมาณน ้ าฝน ท่ีท าให้ความ
เขม้ขน้ของคลอไรด์ท่ีตรวจวิเคราะห์ไดใ้นปัจจุบนัมีค่าต ่ากวา่ในอดีต ถึงแมส้ารปนเป้ือนไดเ้คล่ือน
ตวัออกจากพื้นท่ีจ  าลอง แต่ความเขม้ขน้ของคลอไรด์ก็ยงัคงสูงอยู่ในบางต าแหน่งแสดงว่าพื้นท่ีท่ี
ท าการศึกษายงัมีการปนเป้ือนอยู ่ดงันั้นจึงควรมีการติดตามตรวจสอบอยา่งต่อเน่ือง และควรจะตอ้ง
รีบด าเนินการออกแบบฟ้ืนฟู เพื่อลดปริมาณน ้ าชะขยะอยา่งเร่งด่วน และถูกตอ้งตามหลกัวิชาการ 
เพื่อป้องกนัปัญหาท่ีจะเกิดข้ึนในอนาคต รวมทั้งเป็นการอนุรักษส่ิ์งแวดลอ้ม และเป็นประโยชน์ต่อ
ประชาชนทัว่ไป 
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ABSTRACT 
 

The aim of this study was to investigate the current status of groundwater contamination 
at Mae Hia Landfill that had been used as a garbage dump during 1955-1989 based on the 
chemical analysis of shallow groundwater and the use of mathematical models. The extent of 
groundwater contamination in an unconfined aquifer was simulated using and MT3DMS 
programs. Samples of groundwater were collected from 21 dug wells around the Mae Hia 
Landfill in May, September, and December 2009. Field investigation sindicated that water table 
was about 0.5 to 3.5 m deep.  

The chemical analyses showed that groundwater quality varies from season to season. 
The type concentration of the contaminant in rainy season was higher than that in winter and dry 
seasons. However, comparison of contaminant concentrations showed that the highest 
concentrations were in the dry season followed by winter and rainy seasons, respectively. In 
2009, water quality was better than previous studies in 1988, 1989-1990, 1996-1997 and 2004-
2005. Hydrochemical facies of shallow groundwater in this area was in the Calcium-Bicarbonate 
type. 

The simulation of groundwater flow and contaminant transport indicated that 
groundwater flow direction agreed with the field observation where the flow direction was from 
the west to the east. The model was also used to predict the movement and extent of contaminant 
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plume for 30 years using chloride as a contaminant surrogate. It was found that the contamination 
has continuously migrated from the source zone to the east boundary of the site although the 
amount of chloride in the source zone was gradually reduced. The dilution of chloride 
concentration could be due to the natural recharge water from streams and rainfall. Some 
locations chloride concentrations were still higher than those in other areas indicating the study 
area was still contaminated. Therefore, shallow groundwater around the landfill should be 
monitored closely and continuously, and it is perhaps required that actions should be 
implemented to mitigate the level of contamination for general public benefits. 
 
 
 
 
 
 
 
 
 
 
 
 


