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บทคดัย่อ 

 
  งานวิจยัน้ีมีวตัถุประสงค์เพื่อตอ้งการปรับปรุงวิธีการเคลือบอนุภาคนาโนซิงค์ออกไซด ์ 
บนผา้ไหมดิบและผา้ไหม s-code 000020200102 โดยใช้เทคนิคประยุกต์พลาสมาความดนัต ่า 
( Low Pressure Plasma: LPP ) โดยงานวิจยัจะแบ่งเป็น 2 ส่วน คือ ส่วนแรก เป็นการศึกษาเก่ียวกบั
การประยกุตพ์ลาสมาซ่ึงมีผลต่อการให้ สารละลายอนุภาคนาโนซิงคอ์อกไซด์ ไปเคลือบผา้ไหมได้
ดียิ่งข้ึน และส่วนท่ีสอง เป็นการศึกษาตวัเช่ือมประสาน (acrylic binder) มีผลต่อการให้อนุภาค 
นาโนซิงคอ์อกไซด์ไปเคลือบผา้ไหมไดดี้ข้ึนเช่นกนั โดยวดัปริมาณของอนุภาคนาโนซิงคอ์อกไซด์
จากน ้าหนกัท่ีเพิ่มข้ึน และค่าเปอร์เซนตอ์ะตอมมิกของธาตุซิงคก์บัออกซิเจนโดยวดัจากเคร่ือง SEM 
ดว้ย EDS  ซ่ึงปัจจยัเหล่าน้ีข้ึนกบัเวลาท่ีแช่และความเขม้ขน้ของสารละลายอนุภาคนาโนซิงคอ์อก
ไซด์ ส่ิงท่ีก าหนดคือ ค่าพลงังานพลาสมา โดยใชก้ าลงัคล่ืนวิทยุ 50 วตัต ์ และ 100 วตัต ์มีความถ่ี 
13.56 เมกะเฮิรตซ์ ความดนัท่ีใช้ทดสอบ 100 มิลลิทอร์ ดว้ยก๊าซอาร์กอน เป็นเวลา 5 นาที ซ่ึงจาก
การทดลองพบวา่ผา้ไหมดิบท่ีใชเ้ทคนิคประยุกตพ์ลาสมาความดนัต ่ากบัชุบตวัเช่ือมประสานจะท า
ใหก้ารยดึเกาะระหวา่งอนุภาคนาโนซิงคอ์อกไซดก์บัผา้ไหมดีมากข้ึน โดยเวลาท่ีใชใ้นการแช่ 



จ 

 

สารละลายอนุภาคนาโนซิงค์ออกไซด์ส าหรับผา้ไหมดิบ ความเขม้ขน้เฉล่ียท่ี 2% w/w เป็นเวลา  
45 นาที และ ส าหรับผา้ไหม s-code 000020200102 ใช้เวลาท่ีแช่สารละลายอนุภาคนาโน-           
ซิงคอ์อกไซดเ์ขม้ขน้เฉล่ีย 4% w/w ท่ี 60 นาที  
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Abstract 

  This research aims to study the effect of low pressure plasma (LPP) treatment for 
improving the coating of zinc oxide (ZnO2) nanoparticles on Local Thai silk and Silk s-code 
000020200102. For this work, the sample was treated the surface using Argon plasma operation 
with power of 50 watts and 100 watts at radio frequency of 13.56 MHz for 5 minutes and the 
pressure of 100 mTorr. After LPP treatment, the sample was dipped into zinc oxide nanoparticles 
solution. The surface modification of the sample was investigated from the hydrophobic property 
and the quantity of ZnO2 nanoparticles on the sample. It was observed that LPP treatment can 
promote the coating of ZnO2 nanoparticles on the sample. The optimum condition of coating is 
LPP surface treatment for 45 minutes with the concentration of ZnO2 nanoparticles solution of 
about 2% w/w with acrylic binder of Local Thai silk and the optimum condition of coating is LPP 
surface treatment for 60 minutes with the concentration of ZnO2 nanoparticles solution of about     
4% w/w with acrylic binder of Silk s-code 000020200102. Moreover, the scanning electron 
microscopy (SEM) was used for determining the morphology of untreated and treated sample. 


