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บทคัดยอ 

 
การคนควาแบบอิสระนี้มีวัตถุประสงคเพื่อศึกษาเปรียบเทียบตนทุนการผลิตลําไยอบแหง

ท้ังเปลือกดวยเตาอบที่ใชความรอนจาก แกสหุงตม ไอน้ํา และ ฟน    ใชแบบสัมภาษณเชิงลึก  เพื่อ
สอบถามผูประกอบการลําไยอบแหงท้ังเปลือก  ในเขตพ้ืนท่ี  ตําบลเหมืองจี้  อําเภอเมือง  จังหวัด
ลําพูน  โดยมีผูประกอบการที่ใชเตาอบลําไยแบบใชความรอนจากแกสหุงตม 10 ราย   
ผูประกอบการที่ใชเตาอบลําไยแบบใชความรอนจากฟน 4 ราย และผูประกอบการที่ใชเตาอบลําไย
แบบใชความรอนจากไอน้ํา 2 ราย รวมท้ังหมด 16 ราย จากการศึกษาขอมูลท่ัวไปพบวา
ผูประกอบการทั้งหมดเร่ิมดําเนินธุรกิจมาไมเกิน 2- 5  ป ผลผลิตลําไยอบแหงท้ังหมดสงขายใหกับ
ผูคาสง  มีชวงเวลาในการผลิต  60  วันตอฤดูกาล   ปริมาณลําไยที่ใชอบของเตาอบท่ีใชความรอน
จากแกสหุงตม และฟนคือ  2,000  กิโลกรัมตอเตา   ใชเวลาในการอบประมาณ  60  ช่ัวโมงตอชุด    
สวนเตาอบลําไยแบบใชความรอนจากไอน้ําสามารถอบไดคร้ังละ  10,000 -  12,000   กิโลกรัมตอ
เตา   ใชเวลาในการอบประมาณ  72  ช่ัวโมงตอชุด 

จากขอมูลโครงสรางดานตนทุนท่ีได เม่ือนําไปวิเคราะหหาตนทุนการผลิตลําไยอบแหงท้ัง
เปลือกจากการใชเตาอบลําไยท้ัง  3 ชนิด   พบวาเตาอบท่ีใชความรอนจากไอน้ําและเตาอบท่ีใช
ความรอนจากฟนมีตนทุนการผลิตใกลเคียงกัน คือ   29.91 และ 30.24 บาทตอกิโลกรัมตามลําดับ 
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  จากการวิเคราะห   จุดแข็ง  จุดออน  โอกาส  และอุปสรรคของการใชเตาอบลําไยท้ัง  3  
ชนิด    พบวาเตาอบลําไยท่ีใชความรอนจากแกส มีจุดแข็งคือ ราคาเคร่ืองจักรตํ่า จุดออนคือ มี
ตนทุนแกสหุงตมสูง  ผลผลิตมีคุณภาพไมสมํ่าเสมอมีสวนท่ีบุบแตกสูง มีอุปสรรคคือ ราคาแกสมี
แนวโนมสูงข้ึน  สําหรับเตาอบลําไยท่ีใชความรอนจากฟน มีจุดแข็งคือ ราคาเคร่ืองจักรต่ํา  และมี
ตนทุนดานเช้ือเพลิงตํ่ากวาเตาอบลําไยท่ีใชความรอนจากแกสหุงตม มีจุดออนคือ ผลผลิตมีคุณภาพ
ไมดีเทาท่ีควร มีโอกาสคือ สามารถใชเช้ือเพลิงแข็งจากแหลงอ่ืนมาทดแทนได และมีอุปสรรคคือ 
เช้ือเพลิงจากฟนคอนขางหายากในอนาคต   สวนเตาอบลําไยท่ีใชความรอนจากไอน้ํา  มีจุดแข็งคือ 
มีกําลังการผลิตตอเตาสูง ใหผลผลิตท่ีมีคุณภาพสมํ่าเสมอไดมาตรฐาน มีจุดออนคือ ชุดเคร่ืองจักรมี
ราคาสูง อีกท้ังการซอมบํารุงตองใชผูชํานาญการเฉพาะทาง มีโอกาสคือ สามารถใชเช้ือเพลิงแข็ง
จากแหลงอ่ืนมาทดแทนได และ สวนมากพอคาคนกลางจะเลือกซ้ือลําไยอบแหงจากเตาอบชนิดนี้    
และมีอุปสรรคคือ เช้ือเพลิงจากฟนคอนขางหายากในอนาคต       
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ABSTRACT 
 

The objective of this independent study was to Comparison of Cost in Whole Dried 
Longan Production Using LPG, Steam, and Firewood Hot Air Ovens. In-depth interviews were 
conducted with dried longan entrepreneurs in Tambon Mueang Jee, Mueang district, Lamphun 
province. The interviewees included 16 entrepreneurs, of whom 10 utilised LPG, 4 firewood, and 
2 steam. All of the entrepreneurs started their business for 2-5 years during which all of the dried 
longan products were sold to wholesalers. The production interval lasted for 60 days. The 
processing capacity of hot air ovens with LPG and firewood were about 2,000 kilograms per 
batch with 60 h of drying times. This was in contrary to 72 h drying time per batch with steam 
where 10,000 – 12,000 kilograms of longan might be processed at a time.    

The analysis of dried whole longan production cost from three oven types suggested that 
production cost from the steam hot air oven was similar to firewood hot air oven (29.91 and 30.24 
bahts per kg, respectively). This was compared to LPG hot air oven where the production cost 
was higher at 32.94 bahts per kg. 
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The SWOT analysis of strengths, weaknesses, opportunities and threats of using three 
oven types showed that LPG hot air oven had the strength of inexpensive equipment cost; the 
weaknesses included high LPG cost, non uniformity of the finished product quality with high 
degree of products fracture; and the threat of rising LPG cost.  Similar analysis to the firewood 
hot air oven revealed the strengths of relatively low equipment and fuel costs (even lower than 
LPG); the weakness was non uniformity of the finished product quality; the opportunity was the 
ability to use other substituted solid fuels; and the threat was firewood shortage possibility in the 
future.  It was evidenced from SWOT analysis that the steam hot air oven possessed the strengths 
of both high production capacity and high quality of the finished products; the weaknesses were 
high equipment cost and the requirement of specialized technical service workers in case of 
maintenance; the opportunities were the possibility of other substituted solid fuels and most of the 
wholesalers preferred finished products from this type of oven; and the threat of firewood 
shortage in the future. 
 
 
 
 

 


